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	1st Modified Section


5.5.1
Subscriber Charging
The charging data collected from the HPLMN, interrogating PLMN, and/or VPLMN network elements is employed to determine the network utilization charges for the basic and supplementary services utilized by the home subscribers of the PLMN. The charges calculated are then combined with the network access (subscription) charges and billed to those customers directly serviced by the PLMN.

For those subscribers handled by Service Providers, the billing information is employed for both wholesale (Network Operator to Service Provider) and retail (Service Provider to Subscriber) billing. Consequently, having been processed by the PLMN Billing System, the charging data collected from the network elements may also be sent to the Service Provider for further processing.

	Next Modified Section


5.5.1.2
Alternate Party Charging for IMS
This applies to the alternate charged party in Charged Party principles defined in 3GPP TS 22.115 [101]. 

In IMS Offline and Online Charging as an alternative it is possible that neither calling nor called party can be charged for the IMS session. The alternate charged party need not be registered at the time that the charges are made. It is required however, that the alternate charged party be a verifiable charged party. Selection and verification is done through internal actions in the SIP-AS. The Subscription Identification contains the identity of alternate charged party.  The IMS session is then processed in the normal manner.

NOTE:
The method for verifying the alternate charged party is not covered in the current release.

	End of modifications
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