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Decision/action requested
Include proposed changes for draft 32.531
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3
Rationale

The non-automated software management for NE software is complementary to automated software management functionalities to provide additional flexibility to service providers. In non-automated software management, IRPManager can invoke the software management functionalities such as Download software, Install software, Activate software etc over Itf-N.

This contribution describes the use case for non-automated software management which can be used for managing network element software.
4
Detailed proposal

The following changes are proposed for draft TS 32.531:

	1st New Section


4.2.1.3.1
Use case Non-Automated Software Update

	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal (*)
	Supply the new software to an eNodeB which is already running in the network.
	

	Actors and Roles (*)
	IRPManager
	

	Telecom resources
	The E-UTRAN/EPC network
	

	Assumptions
	IP network connectivity exists between the IRPManager and IRPAgent (i.e. DM or eNodeB under system context A & B respectively) providing support for the non-automated software update process.
	

	Pre conditions
	Software is available
	

	Begins when 
	NE software is identified and ready to be downloaded
	

	Step 1 (*) (M|O)
	Editor’s Note:

Some of the steps mentioned below may be combined. The details of whether an operation is optional or mandatory is for further study
[SU1A]  IRPManager initiates the download of software over Itf-N.
[SU1B]  The software is successfully downloaded into the eNodeB.

[SU2A]  IRPManager requests to install the downloaded software over Itf-N
[SU2B]  Software is successfully installed on the eNodeB.

[SU3A]  IRPManager requests to activate the installed software over Itf-N 
[SU3B]  The software is successfully activated on the eNodeB.
[SU4]    The IRPManager is informed about the inventory change that new software for this eNodeB is activated and ready to be used

	

	
	
	

	Ends when (*)
	Ends when software is successfully activated or when an exception occurs.
	

	Exceptions
	FFS.
	

	Post Conditions
	The new software is operational.
	

	Traceability (*)
	
	


	End of modification
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