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1
Decision/action requested

SA5 is invited to discuss and agree on the proposed requirements in Section 4 as replacements for the disputed ones from S5-081945. If agreed, it is proposed that the Working Agreement based upon the disputed requirements can be withdrawn.
2
References

(1) S5-081945
(2) S5-081946
3
Rationale

Two of the proposed requirements in (1) were the subject of a challenge by some companies in the SA5#61bis meeting in Dalian, China, such that a Working Agreement (2) was prepared. 
The disputed requirements in question are;

REQ-ANR-CON-003    Operator shall be able to set the default values for the constraints for allowing and prohibiting HOs for NRs newly created by the ANR function.

REQ-ANR-CON-004   Operator shall be able to set the default behaviour for allowing and prohibiting X2 connection setup to eNBs parenting newly detected cell by the ANR function.
In consultation with individual RAN3 colleagues it has become apparent that the use case for these requirements was based on a perceived need to prohibit handovers and/or X2 connections from HNBs to Macro eNBs, or between HNBs as default behaviour at the individual Macro eNB level. These scenarios are not covered by RAN3 signalling specifications in Release 8 and as such are not valid.   
The following is therefore proposed.
4
Detailed proposal

The authors propose to revise the disputed requirements above and add the following to TS 32.511 instead;
Text Proposal for TS 32.511

	1st Proposed Change


5.1
Business level requirements


REQ-ANR-CON-003    Initial status of the newly created NR by ANR function shall be such that HO is allowed, X2 connection setup is allowed, and the NR is allowed to be removed by ANR.
	


	





	End of changes


