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1. Overall Description:

3GPP SA WG5 thanks Broadband Forum for their development and maintenance effort of TR-069 specifications such as reference [1]. 3GPP SA WG5 intends to develop the 3GPP SA5 so-called Type-1 interface for the management of Home NodeB using the TR-069 protocol [1] in a compliant manner. 

During the presentation of S5-091440 at SA5#63, questions were asked regarding the Periodic File Upload procedure compliance with TR-069 Amendment 2. For your convenience: 
The relevant stage 1 requirements (32.581) are as follows:

REQ-OAMP_PM-FUN-003 The HNB shall be configurable by the HMS to produce an XML File at regular intervals which contains the HNB performance Information and then upload the XML File.

REQ-OAMP_PM-FUN-005.The HNB shall upload Files using one of the following mechanisms:
a. HTTPS PUT and GET with or without Username and Password

b. SFTP with or without Username and Password 
c. HTTP PUT with or without Username and Password

d. FTP with or without Username and Password
e. FTPS with or without Username and Password
REQ-OAMP_PM-FUN-007 HMS shall have the ability to configure policies for the HNB performance data file upload. 
The concerned procedure to meet the above requirements is described below:

Source: 3GPP SA5#63 Contribution S5-091440
In the PM file upload procedure flow, HMS (ACS) uses SetParameterValues method to set the period a HNB for PM file uploading of HNB. The HNB then uploads PM file to the File Server periodically. When the periodic upload enable parameter is set to disable, HNB shall not upload PM file any more.
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Figure 1: PM File Upload Procedure flow
1. Steps: TR-069 connection is established.

2. HMS (ACS) configures the HNB using SetParameterValues to set the period of PM file upload.

3. HNB responses to HMS (ACS) to confirm the setting by SetParameterValuesResponse. If the response message returns an error code, then the procedure ends up with failure. 
4. TR-069 connection is torn down.

5. The timer periodically expires in the HNB.
6. HNB executes the file transfer (e.g. FTP) to the file server. 
7. Step 5 and 6 repeat periodically.
The detail procedure of SetParameterValues refer to TR-069 Amendment 2[5] A.3.2.1
Reference

[1] TR-069 CPE WAN Management Protocol v1.1, Version: Issue 1 Amendment 2. 

2. Actions:

To Broadband Forum
ACTION: 


· 3GPP SA WG5 kindly asks Broadband Forum to indicate whether the concerned procedure (described above), is compliant with TR-069 amendment 2. 
· If the concerned procedure (described above) is not compliant with TR-069 Amendment 2:

·  Please provide appropriate reference of non-compliance and supporting TR-069 Amendment 2 description.
· Please provide a compliant procedure that supports the requirements stated above. 
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