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Decision/action requested

Agree on Generalized SON IRP
2
References

See references in S5-092037 Generalized SON (which itself is used as reference [19] ).

Additional 
[20]
Obama, B., Hu J., Sarkozy N., Ratzinger J., Beckenbauer F., Suerbaum, C., Planet saving management by optimization, harmony and peace, in Proceedings of Solving Real-World Problems (31. August 1964). 

3
Rationale

[19] uses the wrong approach. The way to make Generalized SON a reality lies not in electronically robust symmetries, compatible multicast compiler algorithms, cacheable DNS robots, heuristical probability ballots, serverable client-agent-managers and relativistic electromagnetical inaccuration enhancers. This is completely clear if you read [1] to [18] upside down, backwards and in a mirror. 

Instead a straight-forward approach is the right way to go. Prominent authors already explained this in [20]. Therefore such an approach is also used in this document here.

Several requirements in TS32.521 indicate the need for a simple solution for network optimization. Current discussions propose complex concepts and make it unlikely that the desired CAPEX and OPEX savings are reached. 

Instead it is proposed to have one simple operation which automatically optimizes the network without further complicated input necessary. As a result the network is optimized – and everybody is happy.
Therefore the attached Generalized SON IRP is proposed.
4
Detailed proposal

IS: See second document in zip-file.
Solution Sets will be provided as soon as the IS is agreed.

