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1
Decision/action requested

The group is asked to discuss and agree on the proposals for ARCF data procedure.
2
References

[1] Shadow 3GPP TS 32.501: "Self Configuration of Network Elements; Concepts and Requirements" V2.0.0

[2] 3GPP TS 32.612, “Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): Information Service (IS) (Release 8)”, V9.0.0
3
Rationale

ARCF data, which are captured in shadow TS 32.501 [1], are the basic radio configuration data. Some of the data will be used directly as NE configuration data and some of the data will be used to generate more NE configuration data. 

NE will use the ARCF data together with generated configuration data as NE ALL initial radio configuration data made available for NE during self-configuration procedure. 
Figure 1 below illustrates the relation of ARCF data procedure and self-configuration procedure. 
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Figure 1 ARCF data procedure (preparation and transfer) and self-configuration procedure
Step 1: ARCF data preparation during network planning stage – ARCF data can be prepared automatically or manually
Step 2: ARCF data transfer from IRPManager to IRPAgent

Step 3: Validation of ARCF data – IRPManager requests IRPAgent to validate the previously transfered ARCF data

Step 4: ARCF data transfer AGAIN if validation is failed - Saving time in self-configuration stage
Step 5: IRPManager requests IRPAgent to generate more configuration data based on the previously transfered ARCF data
Step 6: Self-configuration procedure starts – IRPAgent will use ALL (the configuration data generated in Step 5 plus the previously transfered ARCF data) the configuration data for the new launched eNBs.

4
Detailed proposal

Based on the discussion above, it is proposed to
Proposal 1. Add the following use case in the format of a pseudo CR to TS 32.501. (If the below use case is agreed, then a formal CR will be provided for SA5#70)
Text Proposals to 32.501 

6.4
Use cases

6.4.1
Use case Automatic Radio Network Configuration Data Transfer
	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal (*)
	Transfer the radio network configuration data (i.e., the ARCF data) to the IRPAgent 
	

	Actors and Roles (*)
	IRPManager as user
	

	Telecom resources
	The E-UTRAN network including its OAM management system.
	

	Assumptions
	The ARCF data is prepared automatically or manually.
	

	Pre conditions
	NA
	

	Begins when 
	The ARCF data has been available.
	

	Step 1 (*) (M|O)
	[ARCF-1] IRPManager transfers the ARCF data to IRPAgent (M)
[ARCF-2] IRPManager requests IRPAgent to validate the previously transfered ARCF data (O)


	

	Ends when (*)
	Ends when all steps identified above are completed or when an exception occurs
	

	Exceptions
	One of the steps identified above fails and retry is unsuccessful
	

	Post Conditions
	The ARCF data is transferred
	

	Traceability (*)
	FFS
	



a) 
b) 
c) 
d) 





	
	
	
	

	
	
	
	



	
	
	
	

	
	
	
	




	
	

	
	




	
	

	
	




	
	

	
	























































