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1
Decision/action requested

The group is asked to discuss the document and agree on the text proposal to be included in the new draft requirement TS.
2
References

[1] S5-100489r1 New WI Management of UE based network performance measurements
3
Rationale

It was agreed in RAN2 that Rel-10 MDT will mainly focus on the coverage optimization use case. 
It was mentioned in the agreed SA5 WI [1]: 
“In order to fulfill the coverage optimization use case, it will be necessary to support on Itf-N:
· Operator selected area based MDT data collection
· Operator selected UE based MDT data collection. “
This contribution aims at elaborating on the two use cases to give OAM support to RAN MDT work. 

4
Detailed proposal
Text Proposals to draft requirement TS 
	1st Modified Section


X.Y
Use case
X.Y.a
Operator selected area based UE performance measurement collection activation 

	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal (*)
	Collect UE performance measurements based on operator selected area information
	

	Actors and Roles (*)
	IRPManager as user
	

	Telecom resources
	The E-Utran/Utran network including its management system.
	

	Assumptions
	 None
	

	Pre conditions
	The network is properly installed and running.
	

	Begins when 
	The operator needs to collect UE performance data for monitoring specified area network coverage or resolving customers’ complaint in the specific area.
	

	Step 1 (*) (M|O)
	The order of the points in the list below does not imply any statement on the order of execution.

[UPM1] Operator specifies the area related information (e.g. cell identifiers) and the corresponding eNodeBs/RNC information: data collection criteria and UE selection criteria etc. as inputs to activate UE performance measurement data collection through itf-N.

[UPM2] The eNodeB/RNC selects suitable UE users based on UE selection criteria after reception of the activation request. 

[UPM3] The eNodeB/RNC configures the data collection criteria to selected UEs or eNodeB/RNC requests UEs to report data.
	

	Step n (M|O)
	None
	

	Ends when (*)
	Ends when the eNodeB/RNC got the activation request from the operator.
	

	Exceptions
	One of the steps identified above fails and retry is unsuccessful.
	

	Post Conditions
	eNodeB/RNC has instructed suitable UE to start the collection of performance measurements.
	

	Traceability (*)
	FFS
	


	2nd Modified Section


X.Y
Use case
X.Y.b
Operator selected UE performance measurements activation 

	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal (*)
	Collect UE performance measurements based on operator selected UE information
	

	Actors and Roles (*)
	IRPManager as user
	

	Telecom resources
	The E-Utran/Utran network including its management system.
	

	Assumptions
	None 
	

	Pre conditions
	The network is properly installed and running.
	

	Begins when 
	Operator needs to collect specified UE performance data for monitoring area network coverage or resolving customers’ complaint.
	

	Step 1 (*) (M|O)
	The order of the points in the list below does not imply any statement on the order of execution.

[UPM1] Operator specifies the UE information and data collection criteria as inputs to activate UE performance measurement data collection.

[UPM2] IRPAgent sends the UE information and data collection criteria to corresponding HSS.

[UPM3] IRPAgent will indicate to IRPManager if HSS found the specified UE is not connected to the network. If UE is connected to the network, then the process continues with the following steps.

[UPM4a] In E-Utran networks, the HSS sends the UE information and the data collection criteria to corresponding MME.

[UPM4b] In Utran networks, the HSS sends the UE information and the data collection criteria to corresponding MSC Server/SGSN.

[UPM5] In E-Utran Networks,the MME sends the UE information and the data collection criteria to corresponding eNodeB.

[UPM6] In Utran networks, the MME/MSC Server sends the UE information and the data collection criteria to corresponding RNC.

[UPM7] The eNodeB/RNC configures the data collection criteria to selected UE or eNodeB/RNC sends requests to UE for data reporting.
	

	Step n (M|O)
	None
	

	Ends when (*)
	Ends when the UE got the activation request from the operator.
	

	Exceptions
	One of the steps identified above fails and retry is unsuccessful.
	

	Post Conditions
	The specified UE has started the collection of performance measurements.
	

	Traceability (*)
	FFS
	


	3rd Modified Section


X.Y
Use case
X.Y.c
UE performance measurements reporting 

	Use Case Stage
	Evolution / Specification
	<<Uses>>

Related use 

	Goal (*)
	Reporting of UE based performance measurements to Operator’s management system
	

	Actors and Roles (*)
	IRPManager as user
	

	Telecom resources
	The E-Utran/Utran network including its management system.
	

	Assumptions
	The network is properly installed and running.
	

	Pre conditions
	Operator has activated the UE performance measurement collection.
	

	Begins when 
	UE has measured performance data.
	

	Step 1 (*) (M|O)
	The order of the points in the list below does not imply any statement on the order of execution.

[UPM1] The selected UE measures performance data and reports data to the connected eNodeB/RNC. 
[UPM2] eNodeB/RNC reports to operator’s management system according to the data collection criteria through itf-N.
	

	Step n (M|O)
	
	

	Ends when (*)
	Ends when the eNodeB reported the UE measurements to the operator.
	

	Exceptions
	One of the steps identified above fails and retry is unsuccessful.
	

	Post Conditions
	The UE performance data were reported to operator’s management system.
	

	Traceability (*)
	FFS
	


	End of modifications







































































