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  6.3 OAM&P Maintenance and Rel-10 small Enhancements
1
Decision/action requested

Please find below the Minutes of Breakout session on Relay & Donor eNB management model, Wednesday 26 Jan. 17.45-19.00.
S5-110242r1
 

Yizhi: The relation ServesRN is not needed if the Motorola contribution S5-110106 is agreed. Edwin: End points are not to used like that. We have used the ITU-T semantics before. Yizhi: Ok.
Jörg: I am not comfortable with the IOC DeNBCapability. Thomas: Attributes in DeNBCapability would be cluttered with ENBFunction and as RNFunction inherit ENBFunction, the RNFunction would have DeNB attributes. Jörg: I do not see any attributes and I do not see the need for an IOC without any attributes. Edwin: To add attributes in ENBFunction gives the problem that turning off and on has to be described very thoroughly. We can put in an editor's note that say that the use of the IOC DeNBCapability is FFS. The editor's note is agreed.
 

Edwin: There is another XOR is missing between the relations ServesExtRN and ServesRN. and it is a relation betwen this proposed XOR and the existing XOR. That relation can be described with text. Thomas: The proposed XOR is wrong as the DeNB can have relations to several RNFunctions and ExternalRNFunction. Edwin: Ok, but the depenancy should be described. Also one of the relations must be present. Thomas: I agree that a note is needed, but we can take that to next meeting.
 

S5-110102
Edwin: rnID shall be id.
Robert: candidate is needed before the MIM is created. CandidateDeNBs should be a cell list.
Amer: The installation procedure makes this proposal for phase 2. There is a phase 1 list to pick the DeNB can not be fulfilled by the O&M architecture.
Robert: Why is this stage 2 attribute needed? Amer: YOu can start on one frequency and move to another DeNB. Robert: I am not comfortable with this, as the E-CGI contains the eNB-id from the DeNB. Amer: The O&M arch can not solve the problem. RAN3 has not understood the O&M arch. Robert: I think it can, but I agree that the RAN3 solution is not working. It should be added into the LS answer to RAN3. Agreed.
It was agreed that the CandidateDeNBs can be added with a editor's note that it is FFS. The contribution is to be updated.
 

S5-110106
Agreed that DeNBFunction and ExternalDeNBFunction shall be replaced by RNFunction in the first diagram and the second diagram is to be removed.
 

S5-110108
Withdrawn. Covered by S5-110242r1
 

S5-110104
A note is needed that the IOC is contained in the rooot Subnetwork.
The definition of qciDscpMapping list, shall nlot include taht it is a integer.
Shuqiang: Should we not ensure consitency with the existing qci list? Yizhi: The operator must be responsible for the consistency. This issue is to be discussed off line.
If this contribution is agreed, we can answer the LS Uu to Un bearer for relays.
The contribution is to be updated.
<End of minutes>
