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	1st Modified Section


6
Information Object Classes

6.1
Information entities imported and local labels

	Label reference
	Local label

	3GPP TS 32.622 [5], IOC, ManagedElement
	ManagedElement

	3GPP TS 32.622 [5], IOC, ManagedFunction
	ManagedFunction

	3GPP TS 32.622 [5], IOC, MeContext
	MeContext

	3GPP TS 32.622 [5], IOC, SubNetwork
	SubNetwork

	3GPP TS 32.622 [5], IOC, Top
	Top

	3GPP TS 32.622 [5], IOC, VsDataContainer  
	VsDataContainer  

	3GPP TS 32.622 [5], IOC, ManagementNode  
	ManagementNode

	3GPP TS 32.752 [13], IOC, EP_RP_EPS
	EP_RP_EPS

	3GPP TS 32.772 [14], IOC, LocalGWFunction
	LocalGWFunction


6.2
Class diagram

6.2.1
Attributes and relationships
This clause depicts the set of IOCs that encapsulate information relevant for this service. This clause provides the overview of all information object classes in UML.  Subsequent clauses provide more detailed specification of various aspects of these information object classes.

The figure 1shows the containment/naming hierarchy and the associations of the information object classes, when HeNB GW is present in HeNS.
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NOTE 1:
The listed cardinality numbers, in particular the use of cardinality number zero, do not represent transient states.  The transient state is considered an inherent property of all IOC instances and therefore there is no need to represent them by individual IOC cardinality numbers.

Figure 1: HeNS NRM Containment/Naming and Association diagram_1
	End of modifications
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