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	First Modification


A.13
Use case #13 Differentiation of area based MDT data by terminal type
A.13.1
Description

For analysis of area based MDT data, it’s useful to differentiate the MDT data which are collected from different terminal types. For example, it allows operators to analyze whether the poor network performance is caused by a specific terminal type. 

For security consideration for MDT data, operator shall also be able to select whether the MDT data should be reported with or without the user terminal type information.

A.13.2
Example of required data to cover use case #13

The IMEI-TAC could be used together with MDT data and operators could use the information to analyze whether the poor network performance is caused by network or specific terminal types.
	Next Modification


6.1

Business Level Requirements

REQ-MDT-CON-1
The Operator shall be able to collect measurements for Network Performance Management purposes from UEs within their network.

REQ-MDT-CON-2 The collected measurements shall be made available in a centralised entity.

REQ-MDT-CON-3
Operator shall be able to select specific set of subscribers for the measurement collection based on IMSI.

REQ-MDT-CON-4 
Operator shall be able to select specific set of devices for the measurement collection based on IMEI(SV).

REQ-MDT-CON-5
Operator shall be able to select specific set of devices for the measurement collection based on geographical area.

REQ-MDT-CON-6
Operator shall be able to select specific set of devices for the measurement collection based on device capabilities.

REQ-MDT-CON-7
Operator shall be able to select specific set of subscribers based on IMSI and a geographical areas for the measurement collection.

REQ-MDT-CON-8
Operator shall be able to select specific set of devices based on IMEI(SV) and a geographical area for the measurement collection.

REQ-MDT-CON-9
Operator shall be able to configure set of device capabilities and a geographical area for the measurement collection.

REQ-MDT-CON-10
Operator shall be able to select specific set of subscribers based on IMSI and a set of device capabilities and a geographical area for the measurement collection.

REQ-MDT-CON-11
Operator shall be able to select specific set of device IMEI(SV) and capabilities and a geographical area for the measurement collection.

REQ-MDT-CON-12
Operator shall be able to select set of subscribers based on IMSI and a set of device capabilities for the measurement collection 

REQ-MDT-CON-13
Operator shall be able to select specific set of device IMEI(SV) and capabilities for the measurement collection.

REQ-MDT-CON-14 The operator shall be able to configure the duration of the measurement collection

REQ-MDT-CON-15
The operator shall be able to configure the UE measurement types and events for collection

REQ-MDT-CON-16
The operator shall be able to configure the type of UE measurement reporting and log formats i.e.  raw measurement results or type of  measurement aggregation (e.g. statistical aggregation of raw measurement results, sampling of raw measurement results, etc.)

REQ-MDT-CON-17 The management of MDT shall be independent from the management of SON functionalities

REQ-MDT-CON-18 The management of UE based network performance measurements shall allow the network operator to control whether or not it is possible to link a measurement result and related information (e.g. location information) to the real user terminal type ID such as an IMEI-TAC.

REQ-MDT-CON-19 An operator that uses more than one PLMN shall be able to activate MDT in each of those PLMN and continue MDT cross its own PLMN IDs. 


NOTE: 
MDT data can be collected by a network operator operating with a set of PLMN_IDs in different countries, but under the same common user privacy agreement in different countries in the same legal privacy protection domain.

REQ-MDT-CON-20 The operator shall be able to request collection of positioning information related to UE measurements. 

REQ-MDT-CON-21
Operator shall be able to correlate the location information with the MDT UE measurements.
REQ-MDT-CON-22
MDT function shall support RAN sharing scenarios.
REQ-MDT-CON-23
The TCE used to collect MDT data shall be controlled by the same operator, as the operator that the user has given his consent to.

REQ-MDT-CON-24 Operator shall be able to minimize the amount of redundant MDT data.

REQ-MDT-CON-25 For area based MDT data collection, operator shall be able to specify the desired amount of MDT data and the desired number of UEs over period of time.

	End of Modification
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