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1
Decision/action requested

This is a pCR to TR Study of Inter-PLMN PS domain online charging – Intra/Inter PLMN Gy filtering 
2
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3 Rationale

This pCR aims to highlight the issue of filtering of operator selected internal protocol data when using inter-PLMN Diameter Gy communications.
4 Detailed proposal

In this pCR a new issue is added to Inter-PLMN Diameter connection aspects section of TR 32.843 [1]    

4.4
Inter-PLMN Diameter connection aspects 

4.4.X Key issue # X – AVP filtering
4.4.X.1
Description 

Operators supporting online charging generally use intra-PLMN Diameter Gy between the  PCEF  and the OCS located in the same PLMN. Because of internal reasons, visited operators may not want to expose all the Diameter AVPs that they use in intra-PLMN Diameter Gy to an OCS of a roaming partner. Filtering mechanism is needed per roaming partner agreement when using inter-PLMN Diameter Gy.

4.4.X.2 Current status

Standard doesn’t recommend a specific function responsible for the required filtering on per roaming partner.      
4.4.X.3   Alternative Solutions

4.4.X.3.1  Alternative Solution- AVP Blacklist
A Proxy OCS is used between visted PCEF and the H-PLMN to enforce filtering of selected AVPs based on AVP blacklists defined for each roaming partner. Proxy OCS needs to support provisioning of AVP blacklist for each roaming partner. 
Visited PCEF is configured to route all the Gy traffic, of roaming susbscribers with LBO, to the Proxy OCS. 
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