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Abstract of the contribution: This contribution proposes a solution for Late call entry in an On-Network (NMO).  
1. Discussion
TS 22.179 defines late call entry as “An Affiliated MCPTT Group Member joins in an in progress MCPTT Group Call.” and there are several requirements for late call entry. This paper provides a basic solution for supporting late call entry in on-network scenario. More specifically, the solution described herein addresses the following requirement from TS 22.179:

[R-5.3-001] The MCPTT Service shall provide a mechanism by which an Affiliated MCPTT Group Member can join an ongoing MCPTT Group Call.
Note that there are more late call entry requirements in TS 22.179, however they are intentionally left out of scope of this pCR.
2. Proposal

It is proposed to update TR 23.779 as follows.
-------------------------------------------First Change-----------------------------------------------
5.5
Call Control/Signaling
5.5.X
On Network
5.5.X.Y
Solution 5-x-y: Solution for On Network Late Call Entry
5.5.X.Y.1
Functional Description

The solution focuses on the case where an affiliated MCPTT Group Member joins an in-progress MCPTT Group Call.

Assumptions:

1. MCPTT Group Member is aware of the Group ID and that there is an in-progress MCPTT Group Call for that Group ID.

5.5.X.Y.2
Procedures
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Figure x: Late Call Entry
Procedures in Figure x are the basic signalling/control plane procedures for the MCPTT UE initiating request to join an in-progress MCPTT Group Call, hosted by a MCPTT Server.
1. It is assumed that MCPTT UE1, UE2 and UE3 are already registered for receiving MCPTT service.

2. MCPTT UE-2 to UE-n are in a MCPTT Group Call (identified by Group ID) with media plane established for communication.
3. MCPTT Group Member is aware of the Group ID where an MCPTT Group Call is ongoing e.g., by searching active groups where user is affiliated to.

4. User at MCPTT UE1 would like to join a selected MCPTT group call (identified by Group ID).

5. MCPTT UE1 sends an INVITE message towards the MCPTT Server, which hosts the group selected by the user and identified by Group ID.

NOTE 1: There could be intermediate entities that the INVITE message may go through before reaching the MCPTT Server (Group Host), and are intentionally omitted for simplicity.

6. MCPTT Server checks whether user of MCPTT UE1 is authorized for joining the group call identified by Group ID is in-progress.

7. Upon successful authorization, an acknowledgement is sent by the hosting MCPTT Server (Group Host) towards MCPTT UE-1.

8. MCPTT UE1 establishes the media plane for communication with UE-2 to UE-n.

NOTE 2: MCPTT users already in the MCPTT Group Call may be notified about the new user joining in.

5.5.X.Y.3
Impact on Existing Entities and Interfaces

Editor's note:
Impacts on existing nodes or functionality will be added.

5.5.X.Y.4
Solution Evaluation

Editor’s note:
The fulfilment of requirements in clause X will be evaluated. 
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