3GPP TSG-SA WG6 Meeting #6
S6-150815
Vancouver, Canada, 17th – 21st August 2015
(revision of S6-15xxxx)
Title:
Changes to media routing requirements part
Agenda Item:
7.2.3
Source:
LG Electronics, LG Uplus
Contact:
yannick.lair@lge.com 
Discussion
Subclause 5.2.3 contains several options for the routing of media, but it would be easier to identify them if the clause was better structured with bulleted list. 
Also, the text refers to "individual calls" while correct terminology should be "private calls".

Proposal
It is proposed to approve the below proposed changes to TS 23.179 v0.2.0:

START CHANGE

5.2.3
Media routing requirements

The voice media flow for a private call shall be routed according to one of the following two options:

· Option 1:
-
Through the primary MCPTT system if both users in the call belong to the same organisation; or
-
Through the primary MCPTT system of both users, if the users in the call do not belong to the same organisation.


· Option 2: The voice media flow may be routed locally, under the control of the primary MCPTT system, through an entity allowing the duplication of the media flow to the primary MCPTT system of each user.

The voice media flow for a group call shall be routed to the group home MCPTT system.

The routing of media flow shall be end-to-end from transmitter to receiver(s), except for the MCPTT control function.

Editor’s note:
It is FFS (SA4) which information used for QoS management.
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