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Abstract: This submission updates some details of the flows for initiating and cancelling MCPTT alerts.
1
Introduction

The MCPTT requirements specification (TS 22.179) defines MCPTT emergency alerts. This submission updates some details of the flows for initiating and cancelling MCPTT alerts.
2
Discussion

When the MCPTT emergency state of an MCPTT user is cancelled at the same time as the MCPTT in-progress emergency, the messaging carries both. The flow is updated for this and the FFS is removed.

Added a statement that only the initiator may cancel the initiator's local MCPTT emergency state.

Removed the statement that an alert puts the referenced group into an in-progress emergency state. 

An MCPTT emergency alert announces that an MCPTT user has an "MCPTT emergency state". Terminology is updated to comply.
When a MCPTT group has an emergency condition, it has an "in-progress emergency" state. Terminology is updated to comply.
3
Conclusion

Based on the above analysis of the requirements and descriptive text the following updates are proposed to be added to the TS. 
-------------------------------------------Begin First Change-----------------------------------------------
10.12.4
MCPTT emergency alert

10.12.4.1
MCPTT emergency alert initiation

The procedure focuses on the case where an authorized MCPTT user is initiating an MCPTT emergency alert unicast signalling for communicating the alert with the affiliated MCPTT members of that MCPTT group. An MCPTT client in the MCPTT emergency state gains elevated access privilege for all of the MCPTT user's mission critical applications. This procedure will place the MCPTT client in the MCPTT emergency state if the MCPTT client is not already in that state.
Pre-conditions:

-
The MCPTT group is previously defined on the group management server with MCPTT client 2 and MCPTT client 3 affiliated to that MCPTT group. 

-
All members of the MCPTT group belong to the same MCPTT system.

-
The initiating MCPTT client 1 is affiliated with one or more MCPTT groups.

-
The initiating MCPTT client 1 has been provisioned with an MCPTT group designated as the MCPTT emergency group.

NOTE 1:
Alternatively, the client could have been provisioned for emergency behaviour on the currently selected group.

-
The initiating MCPTT client 1 may not have carried out an explicit affiliation procedure with the MCPTT group designated as the MCPTT emergency group.
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Figure 10.12.4.1-1 MCPTT emergency alert

Procedures in figure 10.12.4.1-1 are the signalling control plane procedures for the MCPTT client initiating an MCPTT emergency alert with an MCPTT group i.e., MCPTT users on MCPTT client 1, MCPTT client 2 and MCPTT client 3 belong to the same MCPTT group which is defined on MCPTT group management server.

NOTE 2:
For simplicity, a single MCPTT server is shown in place of a user home MCPTT server and a group hosting MCPTT server.

1.
The user at the MCPTT client 1 initiates an MCPTT emergency alert. MCPTT client 1 sets its MCPTT emergency state. The MCPTT emergency state is retained by the MCPTT client until explicitly cancelled. 

2.
MCPTT client 1 requests the MCPTT server to send an MCPTT emergency alert request to the MCPTT group designated as the MCPTT emergency group. 

3.
MCPTT server checks whether the MCPTT user of MCPTT client 1 is authorized for initiation of MCPTT emergency alerts for the indicated MCPTT group.

4.
MCPTT server resolves the MCPTT group id to determine the members of that MCPTT group and their affiliation status, based on the information from group management server.

5.
The MCPTT server confirms to MCPTT client 1 the MCPTT emergency alert request. MCPTT group calls on this MCPTT group by the MCPTT client 1 will get emergency treatment until the in-progress emergency on the MCPTT group is cancelled.

6.
The MCPTT server sends an MCPTT emergency alert request towards the MCPTT clients of each of those affiliated MCPTT group members. The MCPTT Emergency Alert shall contain the following information: Location, User ID and group ID (i.e., MCPTT user's selected MCPTT group or dedicated MCPTT emergency group, as per MCPTT group configuration) and the MCPTT user's mission critical organization name.

7.
MCPTT users are notified of the MCPTT emergency.

8.
The receiving MCPTT clients acknowledge the MCPTT emergency alert to the MCPTT server.

9.
The MCPTT server implicitly affiliates the client to the emergency group if the client is not already affiliated.

NOTE 3:
The MCPTT client 1 need not initiate a group call. For example, the MCPTT client can be configured to only allow alerts or the MCPTT user can choose not to make an MCPTT emergency group call.

Editor's note: how the priority is adjusted and according to what parameters is FFS.
-------------------------------------------End First Change-----------------------------------------------

-------------------------------------------Begin Second Change-----------------------------------------------
10.12.4.2
On-network emergency alert cancel

The procedure focuses on the case where an authorized MCPTT user has initiated an MCPTT emergency alert and wishes to cancel it.

Pre-conditions:

-
The MCPTT client 1 had previously successfully initiated an MCPTT emergency alert. 

-
The MCPTT client 1 is still in the emergency state.

-
The initiating MCPTT client 1 has affiliated with the MCPTT group designated as the MCPTT emergency group.
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Figure 10.12.4.2-1 MCPTT emergency alert

Procedures in figure 10.12.4.2-1 are the signalling control plane procedures for the MCPTT client cancelling an MCPTT emergency alert with an MCPTT group i.e., MCPTT users on MCPTT client 1, MCPTT client 2 and MCPTT client 3 belong to the same MCPTT group which is defined on MCPTT group management server.

NOTE 1:
For simplicity, a single MCPTT server is shown in place of a user home MCPTT server and a group hosting MCPTT server.

NOTE 2:
When an MCPTT user's MCPTT emergency status is in effect together with an MCPTT group's in-progress emergency on the same MCPTT group, the in-progress emergency can, under some circumstances, be cancelled at the same time. In that case, the MCPTT emergency alert cancel request carries an indication that the in-progress emergency is also being cancelled.

1.
The user at the MCPTT client 1 initiates an MCPTT emergency alert cancel. 

NOTE 3:
An MCPTT user authorized to cancel the MCPTT emergency alert can also cancel the in-progress emergency in addition to the MCPTT emergency alert initiator. However, only the initiator can cancel the initiator's local MCPTT emergency state.
2.
MCPTT client 1 requests the MCPTT server to send an MCPTT emergency alert cancel to the MCPTT group designated as the MCPTT emergency group. 

3.
MCPTT server resolves the MCPTT group id to determine the members of that MCPTT group and their affiliation status, based on the information from group management server.

4.
The MCPTT server confirms to MCPTT client 1 the MCPTT emergency alert cancel request. MCPTT client 1 resets its emergency state.

5.
The MCPTT server sends an MCPTT emergency alert cancel request towards the MCPTT clients of each of those affiliated MCPTT group members. 

7.
MCPTT users are notified of the MCPTT emergency cancellation by MCPTT client 1.

8.
The receiving MCPTT clients acknowledge the MCPTT emergency alert cancel to the MCPTT server.
-------------------------------------------End Second Change-----------------------------------------------
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