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In section 10.12.1.6, in the same way a floor release message (uplink) can optionally piggyback a call release request, the resulting downlink message, floor idle, should be able to piggyback the call release request to the other participants.

**************************** Begin First Change ****************************
10.12.1.6
Floor control messages description

Table 10.12.1.6-1 describes the semantic, the transport mode(s) and the information elements of the floor control messages supported between the MCPTT floor participant and the MCPTT floor control server.

Table 10.12.1.6-1: Floor control messages

	Messsage
	Semantic
	Transport Mode
	Parameters

	Floor participant to floor control server messages

	Floor request
	Request the floor for a media transfer
	Unicast (to floor control server)
	Requester’s identity

Source identifier

Floor priority

	Floor release
	End of media transfer
	Unicast (to floor control server)
	Source identifier

	Queue position request
	Request position in the queue
	Unicast (to floor control server)
	Source identifier

	Floor control server to floor participant messages

	Floor granted
	Grant the floor for a media transfer
	Unicast (to granted floor participant)
	Source identifier

Duration

	Floor rejected
	Refuse a floor request
	Unicast (to refused floor participant)
	Source identifier

Rejection cause

	Queue position
	Request is queued
	Unicast (to queued floor participant)
	Source identifier

Queue position info

	Floor revoked
	Indicate the floor is revoked to the previously granted party
	Unicast (to revoked floor participant) and Unicast or Broadcast (to other floor participants)
	Granted party's identity (if any)

Source identifier

	Floor taken
	Indicate the floor is granted to another party
	Unicast or Broadcast
	Granted party’s identity

Source identifier

Current Floor priority

Permission to request the floor

	Floor idle
	Indicate the floor is not granted to any party
	Unicast or Broadcast
	Source identifier


The main parameters of floor control messages are:

-
Users identities: identities from the MCPTT application domain, for requester, talker, granted, rejected queued and revoked parties. User identities may also be aliases;

-
Source identifier: identifies the communication, e.g. by identifying the media flow within a media multiplex, present only in case of media multiplexing;

-
Floor priority: the priority of the request, relative to requests from other parties;

-
Duration: the time for which the granted party is allowed to transmit;

-
Permission to request the floor: indicates whether receiving parties are allowed to request the floor or not (e.g. broadcast call); and

-
Queue position info: position of the queued floor request in the queue.

NOTE: 
Parameters are present in the messages only if they cannot be deduced from the transport context (e.g. user's identity is not necessary when the message is sent in unicast to that user).

Some floor control messages can also piggyback call control messages to provide efficient call setup and clearing:

-
Call setup request is optionally carried in Floor request (uplink) or Floor taken (downlink, can be broadcast); and

-
Call release request is optionally carried in Floor release (uplink) or Floor idle (downlink, can be broadcast).

Editor's Note: The exhaustive list and definitions of parameters are FFS.

**************************** End First Change ****************************
