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Abstract: proposal to remove editor's note in subclause 7.2.
Discussion
In order to address the editor's note in subclause 7.2:
Editor's note:
Additional words may be needed to cover multicast bearers.

it is proposed to add a reference to 3GPP TS 23.468 and 3GPP TS 23.246.
Proposal
It is proposed to approve the below proposed changes to TS 23.179 v1.1.1:

FIRST CHANGE
7.2
Description of the planes

The following planes are identified:

a)
application plane. The application plane provides all of the services (e.g. call control, floor control) required by the user together with the necessary functions to support media control and transfer. It uses the services of the signalling control plane to support those requirements. The application plane also provides for the conferencing of media, transcoding of media, and provision of tones and announcements; and
Editor's note:
It is for further study whether resource control via Rx is possible / needed from the application plane.

b)
signalling control plane. The signalling control plane provides the necessary signalling support to establish the association of users involved in an MCPTT call or other type of call and other services. The signalling control plane also offers access to and control of services applicable to calls. The signalling control plane uses the services of the bearer plane.
Bearers supporting these planes are defined for LTE within 3GPP TS 23.401 [9]. The resource control that is needed to support these planes is defined within 3GPP TS 23.203 [4]. The application plane also relies on the use of multicast bearers established via procedures defined in 3GPP TS 23 468 [10] and 3GPP TS 23.246 [7].

END OF CHANGES
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