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Abstract: This contribution address the location requirements in 22.179 sub clause 5.12. It proposes new information flows to report the location information.

1.
Introduction and discussion

The MCPTT client location is important information for public safety service. The stage-1 requirement defines a number of requirements about location information in sub clause 5.12, 6.12 and 7.9

This contribution proposes to add information flows for location update procedures.

*******************************Start of first change***************************************
10.x
Location information
10.x.1
General

MCPTT client location information shall be provided by the MCPTT client to the MCPTT server. The location information reporting triggers are based on the location configuration. Different type of location information can be provided.
10.x.x
Information flows for location information
10.x.x.1
Location reporting configuration
Table 10.x.x.1-1 describes the information flow from the MCPTT server to the MCPTT client for the location reporting configuration.

Table 10.x.x.1-1 Location reporting configuration 
	Information element
	Status
	Description

	Requested non-emergency location information
	O (Note 1)
	Identifies what location information is requested, except for MCPTT emergency or imminent peril calls or MCPTT emergency alerts

	Requested emergency location information
	O (Note 1)
	Identifies what location information is requested, for MCPTT emergency or imminent peril calls or MCPTT emergency alerts

	Triggering criteria in non- emergency cases
	O (Note 1)
	Identifies when the MCPTT client will send the location report in non-emergency cases

	Minimum time between consecutive reports
	O (Note 1)
	Defaults to 0 if absent. or in case of MCPTT emergency or imminent peril calls or MCPTT emergency alerts 

	Note 1: At least one of these rows shall be present.


10.x.x.2
Location information report
Table 10.x.x.2-1 describes the information flow from the MCPTT client to the MCPTT server for the location information reporting.

Table 10.x.x.2-1 Location information report
	Information element
	Status
	Description

	MCPTT ID
	M
	Identity of the reporting client

	Triggering event
	M
	Identity of the event that triggered the sending of the report

	Location Information
	M
	Location information


10.x.x.3
Location information request

Table 10.x.x.3-1 describes the information flow from the MCPTT server to the MCPTT client for requesting an immediate location information report.

Table 10.x.x.3-1 Location information request
	Information element
	Status
	Description

	MCPTT ID
	M
	Identity of the reporting client


10.x.x.4
Event-triggered location reporting procedure

The MCPTT server provides location reporting configuration to the MCPTT clients, indicating what information the MCPTT server expects and what events will trigger the sending of this information to the MCPTT server. The decision to report location information can be triggered at the MCPTT client by different conditions, e.g., the reception of the location reporting configuration, initial registration, distance travelled, elapsed time, cell change, SAI change, tracking area change, PLMN change, MCPTT call initiation, or other types of events such as MCPTT emergency alert, MCPTT emergency call or MCPTT imminent peril calls. The location report can include information described in 7.5.2.2 and other location information.  
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Figure 10.x.x.4-1: Event-triggered location reporting procedure 
1.  
The MCPTT server sends location reporting configuration to the MCPTT client containing the initial configuration (or a subsequent update) for reporting the location of the MCPTT UE. 


a) 
b) 
NOTE 1:
The location reporting configuration information may be made part of the MCPTT user profile, in which case the sending of the message may not be necessary.
NOTE 2:
Different MCPTT clients may be given different location reporting criteria.
2. A location reporting event occurs, triggering step 3.

3. The MCPTT client sends a location information report to the MCPTT server, containing location information identified by the MCPTT server and available to the MCPTT client.

10.x.x.5
On-demand location reporting procedure

The MCPTT server provides location reporting configuration to the MCPTT clients, indicating what information the MCPTT server expects. Subsequently, the MCPTT server can request a location report at any time by sending a location information request, which will cause the client to immediately send the location report. The location report can include information described in 7.5.2.2 and other location information.  
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Figure 10.x.x.5-1: On-demand  location information reporting procedure
1.  
The MCPTT server sends location reporting configuration to the MCPTT client containing the initial configuration (or a subsequent update) for reporting the location of the MCPTT UE. 

NOTE 1:
The location reporting configuration information may be made part of the MCPTT user profile, in which case the sending of the message may not be necessary.
NOTE 2:
Different MCPTT clients may be given different location reporting criteria.
2. The MCPTT server sends a location information request.

3. The MCPTT client immediately responds to the MCPTT server with a report containing location information identified by the MCPTT server and available to the MCPTT client..
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