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5
Assumptions and architectural requirements
5.1
Assumptions

5.1.1
Service continuity

Service continuity feature shall only be supported between on-network MCPTT service and UE-to-network relay MCPTT service, for both group calls and private calls.

The MCPTT UE, prior to going out of E-UTRAN coverage, should attempt to make use of a ProSe UE-to-network relay in order to support the service continuity. 

5.1.2
Mandatory and optional features

Table  5.1.2-1 identifies which architectural features are mandatory, optional or conditional for the MCPTT UE.

Table 5.1.2-1: MCPTT UE features

	Feature
	Status
	Conditions

	Identity Management
	FFS
	

	Group Management (Group creation)
	FFS
	

	Configuration Management (Service configuration)
	FFS
	

	Configuration Management (UE configuration)
	FFS
	

	Pre-established Session
	FFS
	

	On-demand Session
	FFS
	

	Acting as a UE to network relay
	FFS
	

	Chat group (on network)
	FFS
	

	Pre-arranged group (on-network)
	FFS
	

	Group Regrouping (On-network)
	FFS
	

	Multicast Group Call (On-network)
	FFS
	

	Group call (off-network)
	FFS
	

	Private call with floor control (on-network)
	FFS
	

	Private call without floor control (on-network)
	FFS
	

	Private call (off-network)
	FFS
	

	Emergency group call (on-network)
	FFS
	

	Emergency group call (off-network)
	FFS
	

	Emergency private call (on-network)
	FFS
	

	Emergency private call (off-network)
	FFS
	

	Imminent peril group call (on-network)
	FFS
	

	Imminent peril group call (off-network)
	FFS
	

	Imminent peril call (on-network)
	FFS
	

	Imminent peril call (off-network)
	FFS
	

	Emergency Alert (on-network)
	FFS
	

	Broadcast Group Call (on-network)
	FFS
	

	Broadcast Group Call (off-network)
	FFS
	

	Broadcast User Call (on-network)
	FFS
	

	Broadcast User Call (off-network)
	FFS
	


M= Mandatory, O=Optional, C=Conditional.

Table 5.1.2-2 identifies which architectural features are mandatory, optional or conditional for the MCPTT Service.

Table 5.1.2-2: MCPTT service feature

	Feature
	Status
	Conditions

	Identity Management
	FFS
	

	Group Management (Group creation)
	FFS
	

	Configuration Management (Service configuration)
	FFS
	

	Configuration Management (UE configuration)
	FFS
	

	Pre-established Session
	FFS
	

	On-demand Session
	FFS
	

	Chat group (on network)
	FFS
	

	Pre-arranged group (on-network)
	FFS
	

	Group Regrouping (On-network)
	FFS
	

	Multicast Group Call (On-network)
	FFS
	

	Private call with floor control (on-network)
	FFS
	

	Private call without floor control (on-network)
	FFS
	

	Emergency private call (on-network)
	FFS
	

	Imminent peril group call (on-network)
	FFS
	

	Imminent peril call (on-network)
	FFS
	

	Emergency Alert (on-network)
	FFS
	

	Broadcast Group Call (on-network)
	FFS
	

	Broadcast User Call (on-network)
	FFS
	


M= Mandatory, O=Optional, C=Conditional.

