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***** start of change *****
10.1.5.4
Structure of group information 
The group configuration data includes the following information elements:

-
MCPTT group ID;

-
group owner;

-
group call ongoing or not;
-
group policy;
-
pre-emption capability;
-
pre-empted capability;
-
group priority;
-
Prose Per Packet priority value (conditional for off-network) (as specified in 3GPP TS 23.303 [8]); 
-
associated relay service code (as specified in 3GPP TS 23.303 [8]);
-
;
-
the security level of the group;
-
ProSe Layer-2 Group ID (conditional for off-network) (as specified in 3GPP TS 23.303 [8]);

-
ProSe Group IP multicast address (conditional for off-network) (as specified in 3GPP TS 23.303 [8]);
-
indication whether the UE should use IPv4 or IPv6 for that MCPTT group (conditional for off-network) (as specified in 3GPP TS 23.303 [8]);
-
List of group members (MCPTT IDs);
-
User Info Id per MCPTT ID(conditional for off-network)(as specified in 3GPP TS 23.303 [8]);

NOTE 1:
User Info Id is 48 bit and unique (identifying an MCPTT user in ProSe layer) to enable mapping by the application, from the MCPTT ID to the IP address assigned by the ProSe layer for off-network operation.

-
user priority per MCPTT ID;
-
participant type per MCPTT ID (first responder, second responder, dispatcher, dispatch supervisor, MCPTT administrator); and
-
affiliation status per MCPTT ID.

The group configuration data also contains a set of data segments corresponding to the group whose configuration data is requested, plus all groups for which implicit affiliation is derived, i.e. group broadcast groups and group regroup groups as defined by 3GPP TS 22.179 [2].

For each data segment, the following information is provided:

-
Basic status, i.e. indication on whether the group is enabled or disabled;

-
Extended status, i.e. indication of potential emergency or in-peril status of the group, together with the identification of the user who has performed the last modification of this status;

-
Contact URIs, i.e. additional URIs which may be used for designation of the group, for example aliases of group broadcast or group regroup group URIs;

-
Media description for group media, including transport and multiplexing information; and

-
Security related information, including security level.

NOTE 2:
The details of security related elements are specified in 3GPP TS 33.179 [13].
***** end of change *****
