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1. Introduction
This pCR modifies the clause 4 Introduction for 23.PTT TS, as part of the split across 23.CFA and 23.PTT.
2. Reason for Change
Clause 1 currently uses the MCPTT specific introduction from TS 23.179. With advent of the new 23.CFA TS, a slightly modified introduction (clause 4) should appear in the 23.PTT TS. 
3. Conclusions

The corresponding section is modified in draft TS 23.PTT. A separate pCR captures the corresponding addition of the introduction to 23.CFA TS. 
4. Proposal

It is proposed to agree to the following changes in draft 3GPP TS 23.PTT v0.1.0.
* * * First change * * * *

4
Introduction

The MCPTT service supports communication between several users (i.e. group call), where each user has the ability to gain access to the permission to talk in an arbitrated manner. The MCPTT service also supports private calls between two users. 
MCPTT is one of the MC services that is part of the MC services architecture specified in 3GPP TS 23.CFA [X].
The MCPTT architecture utilises aspects of the IMS architecture defined in 3GPP TS 23.228 [5], the Proximity-based Services (ProSe) architecture defined in 3GPP TS 23.303 [8], the Group Communication System Enablers for LTE (GCSE_LTE) architecture defined in 3GPP TS 23.468 [10] and the PS-PS access transfer procedures defined in 3GPP TS 23.237 [6] to enable support of the MCPTT service.

The MCPTT UE primarily obtains access to the MCPTT service via E-UTRAN, using the EPS architecture defined in 3GPP TS 23.401 [9]. Certain MCPTT functions such as dispatch and administrative functions can be supported using either MCPTT UEs in E-UTRAN or using MCPTT UEs via non-3GPP access networks.

NOTE:
Dispatch consoles and devices used by MCPTT service administrators are considered MCPTT UEs in the MCPTT architecture.

MCPTT UEs that use non-3GPP access can only support a subset of the functionality specified in this specification that is supported by the non-3GPP access network.
* * * End of first change * * * *

