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1. Introduction
This contribution contains changes related to selection of active profile by MCPTT user and is the pCR related to the CR0103 on Rel-13 TS 23.179. 

2. Reason for Change

This pCR implements the first change contents of CR0103 on Rel-13 TS 23.179 to reflect similar changes to Rel-14 TS 23.CFA. 
3. Proposal

It is proposed to agree the following changes to Rel-14 3GPP TS 23.CFA.
*************FIRST CHANGE************
10.1.4.4
MCPTT user updates the MCPTT user profile data

The procedure for MCPTT user uploading the user data that is related to the MCPTT user profile is illustrated in figure 10.1.4.4-1.
Pre-conditions:

-
The MCPTT user has performed user authentication in identity management server.

-
The MCPTT UE has the secure access to configuration management server.
-
The MCPTT UE has already obtained one or more MCPTT user profiles.
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Figure 10.1.4.4-1: MCPTT user updates the MCPTT user profile data

1.
The configuration management client is triggered (e.g. by user interaction operation or by receiving information from the configuration management server per step 2 in subclause 10.1.4.3) to update the MCPTT user profile data on the configuration management server.

2.
The configuration management client sends update MCPTT user profile data request to the configuration management server, which includes the MCPTT user profile data to be updated. For selection of active MCPTT user profile, the upload MCPTT user data request will include the corresponding MCPTT user profile index and the device identity information to which the MCPTT user profile shall be active.
3.
The configuration management server stores the received MCPTT user profile data.

4.
The configuration management server sends update MCPTT user profile data response to the configuration management client to confirm the MCPTT user profile data update is complete.

*************END OF CHANGES************
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