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1. Introduction
Proposed to describe MCData TS 23.282 Introduction.
2. Reason for Change
To fill incomplete subclauses in MCData TS 23.282.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.282 V0.0.0.
* * * First Change * * * *

4
Introduction

The MCData service suite provides a set of generic capabilities and specific services to enable one-to-one and group data communications between MCData users. 

The MCData architecture utilises the common functional architecture to support mission critical services over LTE defined in 3GPP TS 23.280 [5] and aspects of the IMS architecture defined in 3GPP TS 23.228 [A], the Proximity-based Services (ProSe) architecture defined in 3GPP TS 23.303 [B], the Group Communication System Enablers for LTE (GCSE_LTE) architecture defined in 3GPP TS 23.468 [C] and the PS-PS access transfer procedures defined in 3GPP TS 23.237 [D] to enable support of the MCData service.

The MCData UE primarily obtains access to the MCData service via E-UTRAN, using the EPS architecture defined in 3GPP TS 23.401 [4]. Certain application functions of MCData service can be accessed using MCData UEs via non-3GPP access networks.
* * * Second Change * * * *

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

Editor’s Note: References used in the specification should be listed here.
[A]
3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".

[B]
3GPP TS 23.303: "Proximity-based services (ProSe); Stage 2".

[C]
3GPP TS 23.468: "Group Communication System Enablers for LTE (GCSE_LTE); Stage 2".

[D]
3GPP TS 23.237: "IP Multimedia Subsystem (IMS) Service Continuity; Stage 2".

