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1. Introduction
The RAN decides on SFN broadcast or SC-PTM broadcast based on capabilities of UEs that are being broadcasted to.
In solution 8-1 the GCS AS decides on the broadcast method; in this alternative solution the RAN decides based on UE capabilities that need to be signalled to the RAN.

2. Reason for Change
Alternative solution for key issue #8.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.780 v1.0.0.
* * * First Change * * * *

6.X
Solution 8-2:
Selection of MBMS broadcast method by the RAN
6.X.1
Description

The RAN decides on SFN broadcast or on SC-PTM broadcast when the MBMS Cell List IE is present in the MBMS Session Start request. SFN broadcast and SC-PTM broadcast use different UE capabilities, therefore this decision should be based on the capabilities of the UE population that is being addressed. 

There should be a mechanism for UEs to signal their capability (support SFN broadcast, SC-PTM broadcast or both) to the RAN.
6.X.2
Procedure

The mechanism for a UE to signal their capability to the RAN requires Work Items in SA2 and in RAN2.
6.X.3 Impacts on existing nodes and functionality

The solution impacts the RAN elements (eNodeB and MCE).

UEs that do not support the MBMS broadcast method selected by the RAN will have to be served via unicast.
6.X.4
Solution evaluation

