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1. Introduction

This contribution mainly focuses on the requirement about sending a location report from MCPTT server to an authorized MCX user. It proposes to modify the client-triggered location reporting procedure.
2. Reason for Change

This contribution focuses on how to send the location information of triggered client from MCPTT server to triggering client. The related requirement in 22.280 is quoted below:
[R-6.12-006] The MCX Service shall provide a means for an authorized MCX User to activate a one-time Location information report of an MCX User and periodic Location information update reports of an MCX User.
3. Conclusions and proposal

It is proposed to agree the following changes to 3GPP TS 23.379.

* * * First Change * * *

10.13.2.5
Location reporting notification
Table 10.13.2.5-1 describes the information flow from the MCPTT server to the MCPTT client (authorized user) for a location reporting notification.

Table 10.13.2.5-1: Location reporting notification
	Information element
	Status
	Description

	MCPTT ID
	M
	Identity of the requesting client (Authorized MCPTT user)

	MCPTT ID
	M
	Identity of the reporting client

	Triggering event
	M
	Identity of the event that triggered the sending of the report

	Location Information
	M
	Location information


* * * Second Change * * * 

10.13.3.3

Client-triggered location reporting procedure
Figure 10.13.3.3-1 illustrates the high level procedure of client-triggered location reporting.
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Figure 10.13.3.3-1: Client-triggered location reporting procedure

1.
MCPTT client 2 (authorized MCPTT user) sends a location reporting trigger to the MCPTT server to activate a location reporting procedure for obtaining the location information of MCPTT client 1. 

NOTE:
The MCPTT server checks the authorization of MCPTT client 2, as described in subclause 10.2.
2.
Depending on the information specified by the location reporting trigger, MCPTT server initiates an on-demand location reporting procedure or an event-triggered location reporting procedure for the location of MCPTT client 1.
3.
MCPTT server sends the location reporting notification, which contains location information of MCPTT client 1 to MCPTT client 2.
* * * End of the pCR * * * 
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