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	Reason for change:
	Considering save resources, e.g. CPU, memory,UE power, when location reporting or location information is no longer needed, location reporting or location information shall be canceled. For example, the UE whithout GPS signal received location information request, and it will continue to search GPS signals with power consumption for a long time. If the requestor has not received location report for a while, the requestor may cancel this location information to save UE power.
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Content of change:
10.14.2.6
Event-triggered location cancel procedure

After the MCPTT server provides location reporting configuration to the MCPTT clients, if location reporting is no longer needed, MCPTT server may remove the location reporting configuration of the MCPTT client to ask for stoping location reporting. The information flow of location reporting configuration cancel does not include any information elements.
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Figure 10.14.2.6-1: Event-triggered location cancel procedure
1. The MCPTT server sends location reporting configuration cancel to the MCPTT client to stop location reporting from the MCPTT UE.
2.
The MCPTT client removes the location reporting configuration and no longer sends location information reports to the MCPTT server.

10.14.2.7
On-demand location cancel procedure

After senting location information request to MCPTT client, the MCPTT server may cancel this location information request. The information flow of location information cancel is the same as the information flow of location information request in Table 10.14.2.3-1.
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Figure 10.14.2.7-1: On-demand location cancel procedure

1. The MCPTT server sends location information cancel to the MCPTT client for abandoning the location information of the MCPTT UE.
2.
The MCPTT client removes the location information request and abandons the location information report to the MCPTT server.
********************************End of the change********************************
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