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1. Introduction

At SA6 #13, a set of pCRs were agreed against 3GPP TS 23.280 (CFA) and 3GPP TS 23.379 (MCPTT) to implement the agreed compromise proposal for the handling of multiple MCPTT user profiles. However, the MCVideo and MCData services were not considered and left FFS.

2. Reason for Change

The MCData and MCVideo services need this procedure also, in order to enable MCVideo users and MCData users to change the active MC service user profile during MCVideo service and MCData service.

3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.281.

* * * First Change * * * *

3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
Editor’s Note: Definitions should be defined here.

MCVideo service: A video communication service supporting applications for mission critical organizations and mission critical applications for other businesses and organizations (e.g., utilities, railways) with strong security, high availability, reliability and priority handling.

MCVideo system: The collection of applications, services, and enabling capabilities required to provide Mission Critical video for a Mission Critical Organization.

MCVideo UE: An MC service UE that can be used to participate in MCVideo services.
MCVideo user: An MC service user who is authorized to MCVideo services via an MCVideo UE.

MCVideo group: An MC service group configured for MCVideo service.
Transmission control: Video transmitting control mechanism in an MCVideo service that determines which participants have the authority to transmit video, and determines the onward downlink video transmission during an video call.
MCVideo group home system: The mission critical system where the MCVideo group is defined.
MCVideo group host server: The MCVideo server within a mission critical system which provides centralised support for MCVideo services of an MCVideo group defined in a MCVideo group home system.
Selected MCVideo user profile: The MCVideo user profile that is to be selected as the active MC service user profile for MCVideo service upon request by an authenticated and authorised MCVideo user.
For the purposes of the present document, the following terms and definitions given in 3GPP TS 22.280 [2] apply:

Mission Critical

Mission Critical Applications

Mission Critical Service

Mission Critical Organization

Mission Critical System

For the purposes of the present document, the following terms and definitions given in 3GPP TS 22.281 [3] apply:
Real Time

Real Time Video

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.280 [6] apply:
Active MC service user profile
MC service group

MC service group home system

MC service group host MC service server
* * * Next Change * * * *

7
Procedures and information flows

7.X
MCVideo service configuration
7.X.0
General

The MCVideo service shall support the procedures as specified in subclause 10.1 of 3GPP TS 23.280 [6].
7.X.1
Information flows

7.X.1.1
Update selected MCVideo user profile request
Table 7.X.1.1-1 describes the information flow update selected MCVideo user profile request from the MCVideo client to the MCVideo server.
Table 7.X.1.1-1: Update selected MCVideo user profile request

	Information element
	Status
	Description

	MCVideo ID
	M
	The MCVideo ID of the originator.

	MCVideo user profile index
	M
	The MCVideo user profile index of the selected MCVideo user profile.


Editor's note: It is FFS if and how the MCVideo client and/or UE are identified to the MCVideo server.

7.X.1.2
Update selected MCVideo user profile response
Table 7.X.1.2-1 describes the information flow update selected MCVideo user profile response from the MCVideo server to the MCVideo client.

Table 7.X.1.2-1: Update selected MCVideo user profile response

	Information element
	Status
	Description

	Result
	M
	Indicates the success or failure.


7.X.2
Procedures

7.X.2.1
Updating the selected MCVideo user profile
The procedure for updating the selected MCVideo user profile during MCVideo service for an MCVideo UE by the MCVideo user is specified in subclause 10.1.4.7 of 3GPP TS 23.280 [6].

* * * End of Changes * * * *
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