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1. Introduction

Changes were agreed at SA6 #13 to allow for the configuration of a "pre-selected MCPTT user profile", which denotes which MC service user profile is to be the one that is active after an MC service user performs a successful MC service authorisation.

2. Reason for Change

During detailed stage 3 discussions, it has been found that having parameters common across all MC service user profiles is not possible, at least not in Rel-13. Therefore it is not possible to have a single parameter denoting the index of the MC service user profile that is the pre-selected MC service user profile.

3. Proposal

It is therefore proposed that instead of an having a single parameter denoting the index of the MC service user profile that is the pre-selected MC service user profile, a parmeter is configured in only one of multiple MC service user profiles configured for a single user that when present indicates that that MC service user profile is to be the pre-selected MC serivce user profile.

It is proposed to agree the following changes to 3GPP TS 23.280.

5.2.4
MC service user profile requirements

The MC service user profile shall: 
-
be provisioned subject to the user authentication by the identity management server;

-
be available at configuration management server;
-
be available at MC service servers with the corresponding user profile information;

-
be associated with an MC service user; and

-
contain an index to uniquely distinguish the MC service user profile from other MC service user profiles associated to the same MC service user.
For the set of MC service user profiles associated to a single MC service user, one of the MCPTT user profiles shall be indicated as the pre-selected MCPTT user profile

.

The MC service user shall be able to:

-
change the pre-selected MC service user profile; and

-
change the selected MC service user profile.

The MC service user profile may be modified at the configuration management server.
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