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1. Introduction
This contribution is proposed to introduce solutions on ambient listening.
2. Reason for Change

The requirements in subclause 6.15.2 ambient listening is a common feature shared by MCPTT and MCVideo. 
6.15.2.2
Ambient listening requirements

6.15.2.2.1
General ambient listening requirements

[R-6.15.2.2.1-001] The MCX UE that is being listened to shall be the only transmitting party in the Private Communication.

[R-6.15.2.2.1-002] For an MCX UE that is being listened to there shall be no indication on the MCX UE that it is transmitting.

6.15.2.2.2
Remotely initiated ambient listening requirements
[R-6.15.2.2.2-001] The MCX Service shall provide a mechanism to allow an MCX Service Administrator and/or an authorized user to set up Ambient Listening on a remote MCX UE within their authority.

[R-6.15.2.2.2-002] The MCX Service shall ensure that Ambient Listening triggered remotely is terminated only by the remote authorized MCX User (e.g., a dispatcher).
6.15.2.2.3
Locally initiated ambient listening requirements
[R-6.15.2.2.3-001] The MCX Service shall provide a mechanism to allow an authorized MCX User to use the MCX UE that the MCX User is currently using to initiate Ambient Listening to another authorized MCX User (e.g., a dispatcher).

[R-6.15.2.2.3-002] The MCX Service shall ensure that Ambient Listening triggered locally can be terminated by the MCX User being listened to or by the remote MCX Service Administrator and/or authorized user, who was the listening Participant. 
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.281  v0.4.0.
* * * First Change * * * *

7.6
Ambient listening call 
7.6.1
General
The ambient listening call is a special private video call that only allows the user to be listened to transmit media, and shall not result in indication on the user to be listened about the call and the media transmission.
There are two types of ambient listening call: 
remotely initiated ambient listening and lcally initiated ambient listening.
The principles listed below shall be used.

-
For remotely initiated ambient listening, which is initiated by the authorized user (, e.g., dispatcher) who wants to listen to another user. In this case, the user to be listened is the called party, and shall automatically accept the call and transmit the media.

-
For tocally initiated ambient listening, which is initiated by the user who wants to be listened. In this case, the user to be listened is the calling party, shall automatically transmit the media without causing any indication about the call processing and media transmission.
7.6.2
Remote ambient listening call procedures
The remote amibient listening call procedure reuse the same procedure as on-network video pull described in subclause 7.3.2.3.2 with the following exceptions:

-
Private call request in step 1 shall include the indication of remote ambient listening and implicit remote transmission request for asking transmission permission for the user to be listened.


-
Private call process indication in step 3 and notification to user in step 5 shall be skipped.

-
At step 8, after the media plane and the transmission control is established, the transmission granted message shall be sent to the user to be listened (i.e., called party) according to the implicit remote transmission request indication.
7.6.3
Local ambient listening call procedures

The remote amibient listening call procedure reuses the same procedure as on-network video push described in subclause 7.4.2.3.2 with the following exceptions:


-
Private call request in step 1 shall include the indication of local ambient listening and implicit transmission request for transmission permission.


-
Private call process indication in step 3 shall be skipped.

-
At step 8, after the media plane and the transmission control is established, the transmission granted message shall be sent to the user to be listened (i.e., calling party) according to the implicit transmission request indication.
