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1. Introduction
There are no explicit stage 1 requirements for affiliation in TS 22.282. The applicable affiliation requirements for MCData are available in TS 22.280 (MCCore) and pasted below for your reference.

2. Reason for Change
This pCR provides a solution to resolve MCData affiliation requirements for Rel-14.
NOTE: Portions of this pCR relies on the assumption that generic affiliation procedures will be available in 3GPP TS 23.280 e.g.  pCR S6-161127 that is postponed from SA6#13.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.282-020.
* * * First Change * * * *

10.x
Affiliation and de-affiliation to/from MCData group(s)
10.x.1
General

The MCData group(s) may be configured with one or more services (e.g. SDS, conversation management) as specified within the MCData services suite. When an MCData user affiliates to an MCData group, the MCData user is affiliated to each of those services configured in the MCData group. 
The list of services configured for an MCData group shall be included in the group configuration data as shown in the table 10.x.1-1.

Table 10.x.1-1: MCData group configuration data
	Reference
	Parameter description

	clause 1 (scope)
	One or more services configured for the MCData group


The procedures for affiliation and de-affilation from/to MCData group(s) shall follow the procedures described in subclause '10.x Affiliation and de-affiliation to/from MC service group(s)' of 3GPP TS 23.280[5], with the following clarifications:

-
The MC service client shall correspond to MCData client;
-
The MC service service shall correspond to MCData server;
-
The MC service group shall correspond to MCData group;
-
The MC service ID shall correspond to MCData ID;
-
The MC service ID list shall correspond to MCData ID list;
-
The MC service group ID shall correspond to MCData group ID;
-
The MC service group ID list shall correspond to MCData group ID list;
5.1.5	Membership/affiliation


[R-5.1.5-001] The MCX Service shall provide a mechanism by which an MCX User determines the currently defined MCX Service Groups for which the MCX User is authorized.


[R-5.1.5-002] The MCX Service shall provide a mechanism by which an MCX UE determines the currently defined MCX Service Groups for which it is authorized.


[R-5.1.5-003] The MCX Service shall support an MCX User's ability to affiliate to one or more MCX Service Groups.


[R-5.1.5-004] The MCX Service shall provide a mechanism for an MCX Service Administrator to limit the total number (Nc2) of MCX Service Groups that an MCX User can be affiliated to simultaneously.


[R-5.1.5-005] An MCX User may simultaneously be an MCX Service Group Member of one or more MCX Service Groups.


[R-5.1.5-006] The MCX Service shall provide a mechanism for an MCX Service Group Member to select zero or one Selected MCX Service Group.


[R-5.1.5-007] The MCX Service shall require that MCX Users affiliate with MCX Service Groups prior to participation in the communications of those groups.


[R-5.1.5-008] An MCX User shall be able to affiliate with a multiplicity of MCX Service Groups, subject to restrictions configured by the MCX Service Administrator.














