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1. Overall Description:

The study item FS_MBMS_MCservices has identified important bandwidth gains if the MCPTT calls over MBMS are compressed with RoHC.

2 solutions are currently proposed within the TR 23.780. The solution 10-1 locates the RoHC encoding function within the MCPTT-AS, whereas the solution 10-2 proposes to locate it within the BM-SC.

The solution 10-2 provides better performances over on the late entry delay, by positionning the full header packets at the beginning of the MCH scheduling periods. The control of the scheduling is done by the SYNC protocol.
The solution 10-1 lets the GCS architecture unchanged, while the solution 10-2 requires additional information elements within the Create Bearer request of the MB2-C interface. As the RoHC function in UTRAN is already located within the BM-SC, the solution 10-2 avoids duplicating the function within another entity.
2. Actions:

To SA4 group
ACTION: 
SA WG6 kindly asks SA WG4 to consider the feasibility of solution 10-2. In particular, to verify that there are no technical constraints preventing the positioning of the full header packets at the beginning of the SYNC sequences.

To SA2 group

ACTION: 
SA WG6 kindly asks SA WG2 to consider the architectural impact of the both solution and provide any feedback.

3. Date of Next SA6 Meetings:

SA6 Meeting MCImp-adhoc 17th – 19th January 2017
TBD
SA6 Meeting #15 13th – 17th February 2017
Jeju Island, KR

SA6 Meeting #16 3rd– 7th April 2017
CN
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