
3GPP TSG-SA WG6 Meeting #14
S6-161463
Reno, Nevada, USA, 14th – 18th November 2016
(revision of S6-161318) 
Source:
Samsung Electronics
Title:
Pseudo-CR on Information flows for group communication
Spec:
3GPP TS 23.281
Agenda item:
7.6.2.1
Document for:
Approval
Contact:
Nishant Gupta
nishant.gup@samsung.com 
1. Introduction
This contribution provides information flows for off-network capability information sharing.

2. Reason for Change
Following editor's note in subclause 7.1.3.2:

Editor’s Note: Information flows should be described here. New subclauses may be added as required.

3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.281.
* * * First Change * * * *

7.1.3.2.x
Group communication announcement

Table 7.1.3.2.x -1 describes the information flow for the group communication announcement sent from the MCVideo client to other MCVideo clients.

Table 7.1.3.2.x-1: Group communication announcement

	Information Element
	Status
	Description

	MCVideo ID
	M
	The identity of the MCVideo user sending the announcement

	MCVideo group ID
	M
	The MCVideo group ID towards which the announcement was sent

	Media codec
	M
	The media codec to be used for the communication

	Multi-cast port
	M
	Multicast port number for media

	Transmission control port number
	M
	Port number for transmission control protocol

	Announcement period
	M
	Period of the group communication announcement

	Encryption parameters
	O
	Encryption parameters to be used for the communication, if the communication is to be encrypted

	Confirm mode indication
	O
	Indicates whether the receiving MCVideo user needs to confirm participation

	Emergency indication
	O
	Indicates that the MCVideo group communication is an MCVideo emergency communication

	Imminent peril indication
	O
	Indicates that the MCVideo group communication is an MCVideo imminent peril communication

	Broadcast communication indication
	O
	Indicates that the MCVideo communication is a broadcast communication

	Video push indication
	O
	Indicates that the MCVideo communication is for video push 

	Video pull indication
	O
	Indicates that the MCVideo communication is for video pull 


7.1.3.2.y
Response
Table 7.1.3.2.y-1 describes the information flow for the response.

Table 7.1.3.2.y -1: Response 

	Information Element
	Status
	Description

	MCVideo ID
	M
	The identity of the MCVideo user sending the response


Editor's note:
Name of the information flow should be reconsidered.
