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1. Introduction
This contribution is relevant to S6-161390, for which the group configuration regarding group member list is clarified.
2. Reason for Change
According to table B.4-1 in TS 23.379, the group membership information (including group member list, user priority for the group, participant type and etc.) is not available at MCPTT UE.

By assuming that this item restricts any user to know the other group member’s information within this group, conflicts exist where: a normal user, if based on “Authorisation to request list of members of an MCPTT group” defined in table B.4-2, is able to request to get this information through existing group configuration procedures, which is also allowed in NOTE 1.

So it needs better clarification that the group member list is requested by and available to the authorized user.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.379 v0.4.0.
* * * First Change * * * *

B.4
Group configuration data

The group configuration data is stored in the group management server. The group management server is used to configure the group configuration data to the MCPTT UE (CSC-2) and the MCPTT server (CSC-3).

Data in table B.4-1 and B.4-3 can be configured offline using the CSC-12 reference point. Tables B.4-1 and B.4-3 contain the UE configuration required to support the use of off-network MCPTT service.
Table B.4-1: Group configuration data (on and off network)
	Reference
	Parameter description
	MCPTT UE
	MCPTT Server
	Group management server

	[R-5.19-004]

[R-6.4.3-001]

[R-6.4.3-002]

[R-6.9-004]
[R-5.1.3-002]
	MCPTT group ID
	Y
	Y
	Y

	[R-5.19-004]

[R-6.4.3-001]

[R-6.4.3-002]

[R-6.9-004]
	Group Alias (Contact URIs)
	Y
	Y
	Y

	[R-5.1.3-001] 
[R-5.1.5-001]
[R-6.4.5-005] 
[R-6.4.5-006]
	List of group members (group membership information) (see NOTE 1):

- MCPTT ID (group membership information)
- User priority for the group (group membership information)
- Participant type for the group (group membership information). The particpant type values are defined and configured by the Mission Critical Organisation (e.g.first responder, second responder, dispatcher, dispatch supervisor, MCPTT administrator).

- User Info ID (see NOTE 2 and NOTE 3)
	N
	Y
	Y

	[R-5.18.2-001]

[R-5.18.2-002]
	Group’s owner (Mission Critical Organisation)
	Y
	Y
	Y

	[R-6.4.9-006]
[R-5.14-001]
	Preferred voice codecs for MCPTT group
	Y
	Y
	Y

	[R-5.2.2-001]
	Level within group hierarchy (only applicable for group-broadcast group )
	N
	Y
	Y

	[R-5.2.3-001]
	Level within user hierarchy (only applicable for user-broadcast group)
	N
	Y
	Y

	[R-5.7.2.1.1-013]
[R-5.7.2.4.1-008]
	Indication whether emergency group call is permitted on the MCPTT group 
	Y
	Y
	Y

	[R-5.7.2.2.1-009]
	Indication whether imminent peril group call is permitted on the MCPTT group 
	Y
	Y
	Y

	[R-5.7.2.4.1-012]
	Indication whether emergency alert is possible on the MCPTT group
	Y
	Y
	Y

	[R-5.13-001]
	Media confidentiality and integrity protection (see NOTE 4)
	Y
	Y
	Y

	[R-5.13-001]
	Floor control confidentiality and integrity protection (see NOTE 4)
	Y
	Y
	Y

	[R-5.13-001]
	Group media protection security material (see NOTE 4)
	Y
	N
	Y

	NOTE 1:
The list of group members is provided to an authorized user only upon request and not by default.

NOTE 2:
This information elements is relevant only for off-network and do not need to be provided for users who are not provisioned with off-network capability.

NOTE 3:
User Info Id is discrete from the MCPTT ID and is unique (identifying an MCPTT user in ProSe layer) to enable mapping by the application, from the MCPTT ID to the IP address assigned by the ProSe layer for off-network operation. 

NOTE 4:
Security mechanisms are specified in 3GPP TS 33.179 [13].


