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1. Overall Description:

SA2 thanks CT3 for this LS and would like to point out that the description of pre-emption control information in 23.203 was improved in the meantime. Regarding the questions of CT3, SA2 would like to provide the following answers:
(1) Should the AF indicate the pre-emption control information in all AF sessions which provide AF priority sharing indicator? 
[SA2 answer] Pre-emption control information is optional and thus it is up to AF configuration whether or not to provide pre-emption control information in none, some or all of the AF sessions.
And are all the AF sessions required to provide the same pre-emption control information?
[SA2 answer] Pre-emption control information can be specific to the AF session. The PCRF shall consider the latest information received about how to perform pre-emption among multiple potential media flow candidates of same priority.
(2) How to perform pre-emption among multiple potential media flow candidates of same priority? 
[SA2 answer] The PCRF shall apply the information about how to perform pre-emption (e.g. most recently added media flow) which is provided by the AF in the pre-emption control information. 
Should the PCRF perform pre-emption among all the established Rx sessions for the PDN connection? Should the PCRF also consider to pre-empt the media flows that are not subject to share priority within that PDN connection? 
[SA2 answer] No, the PCRF shall only consider media flows, among all the established Rx sessions for the PDN connection, subject to sharing priority and indicated by the AF as candidates to being pre-empted.
(3) According to Stage 2 functionality, PCC/QoS rule pre-emption is performed considering the flows that have the same priority. Does this priority refer to the sharing priority (i.e. derived priority) or to the ARP originally assigned for the related PCC/QoS rule? 
[SA2 answer] No, PCC/QoS rule pre-emption is first performed considering the flows that have different priorities and which are indicated by the AF as candidates to being pre-empted. Only if those flows have the same priority, the information about how to perform pre-emption is applied. The ARP originally assigned for the related PCC/QoS rule is applied for all pre-emption decisions.

Will the media flows with lower priority be considered when deciding to pre-empt a PCC/QoS rule?

[SA2 answer] Yes, but only if they are indicated by the AF as candidates to being pre-empted.
2. Actions:

To CT3 group.

ACTION: 
SA2 kindly asks CT3 to take the answers to the above questions into account.
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