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1. Introduction
Per the agreement at the last meeting (SA6 #17), the terminology is aligned by renaming “application” to “API invoker” in TR 23.722. 
Specifications and documents by other 3GPP WGs and other SDOs use “application” as a generic term to refer to an upper-layer entity that uses services provided by the API. In this respect, our adoption of “API invoker” is a departure from the conventional terminology, and may give an impression to casual readers that “API invoker” is something different from “application.” It is probably helpful to clarify that the SA6 terminology “API invoker” is really equivalent to the “application” in conventional sense. 
2. Reason for Change
Clarification of SA6-agreed terminology in the definitions subclause.
3. Conclusions

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.722, ver.0.2.0.
* * * First Change * * * *

3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

API: The means by which API invoker can access the service.

API invoker: The entity which invokes the CAPIF or service APIs. In conventional sense, it is equivalent to the "application" entity that resides in the north of the API and uses its service (see the examples in Annex A, B, and C).
API exposing function:  The entity which provides the service communication entry point for the service APIs.

Common API framework: A framework comprising common API aspects that are required to support service APIs.

Northbound API: 

Service API: The capabilities exposed by the service for consumption by API invokers.

Editor's Note:
The definition of Northbound API is FFS.
For the purposes of the present document, the following terms and definitions given in 3GPP TS 29.198-1 [6] apply: 

Service Capability Server (SCS)

* * * Next Change * * * *

