
3GPP TSG-SA WG6 Meeting #18
S6-170858
Malmö, Sweden, 17th – 21st July 2017
(revision of S6-17xxxx)
Source:
TD Tech
Title:
Pseudo-CR on 23792 key issue – registration
Spec:
3GPP TR 23.792 v0.0.0
Agenda item:
9.4
Document for:
Approval
Contact:
Ling Zhang, zhangling@td-tech.com
1. Introduction
This contribution addresses the issues for registration that should be further worked on.
2. Reason for Change
As discussed in S6-170852, the general registration function similar to 26.347 is required by the MBMS API for MC services.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.792 v0.0.0.
* * * First Change * * * *

X.
Key issues and gaps

x.x
Registration

Registration and de-registration is required by MBMS API functions to allow for initialization and termination operation for the applications. The registration function call over the API signals the MC service app to sign up the MBMS services with the MBMS client, and it allows the MBMS client to uniquely identify the MC service app. Upon de-registration function call the MBMS client will stop providing service to the MC service app.
Solutions for registration/de-registration need to address:

· The usage of this API function for MC group communication applications in initialization and termination of MBMS services;

· Information exchanged over the API;

· Expected MBMS client actions and state models.

