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1. Introduction
This pCR adds information flows for IWF check group status request and response
2. Reason for Change
The regroup solution has some new messages that require information flows.
3. Conclusions

4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.283.
* * * First Change * * * *
10.x
Group regroup
10.x.1
Information flows for group regroup

10.x.1.1
General
Except as specified in the subclauses below, information flows for group regrouping are defined in 3GPP TS 23.280 [17].
10.x.1.2
IWF check group status request (IWF – MC service server)
Table 10.x.1.2-1 describes the information flow IWF check group status request from the IWF to the MC service server.

Table 10.x.1.2-1: IWF check group status request
	Information element
	Status
	Description

	MC service group ID
	M
	MC service group ID for which status is requested


10.x.1.3
IWF check status response (MC service server - IWF)
Table 10.x.1.3-1 describes the information flow IWF check group status response from the MC service server to the IWF.

Table 10.x.1.3-1: IWF check group status response
	Information element
	Status
	Description

	MC service group ID
	M
	MC service group ID for which status is provided

	Emergency indicator
	M
	Indicates whether the MC service group has the in progress emergency state set

	Regroup indicator
	M
	Indicates whether the MC service group is already in a regroup

	Activity indicator
	M
	Indicates whether the MC service group has activity


