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1. Introduction
This pCR proposes positioning CAPIF in multiple service API provider scenario.
2. Reason for Change
Current CAPIF architecture seems to make an assumption that the Service APIs are based on the Network Capabilities offered by single PLMN operator domain. However there is a need for CAPIF architecture to support Service APIs based on the service capabilities offered by a 3rd party service provider domain e.g., MC services. In order to meet the CAPIF requirements for a 3rd party service provider domain, atleast following 3 hosted models are possible:
Model-1:
PLMN operator hosted service capability APIs and CAPIF core functions

[image: image1.emf]API invoker

CAPIF core functions API exposing function

API invoker

Service and Network 

capabilities

PLMN operator domain

Service APIs


In this model, the service provider and the PLMN operator can be part of the same organization, in which case the business relationship between the two is internal to a single organization. CAPIF along with the 3rd party service APIs are hosted by the PLMN operator, while the API invoker consuming service APIs may or may not reside within the PLMN operator domain.
Model-2:
3rd party service provider hosted service capability APIs and CAPIF core functions
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In this model, the 3rd party service provider has service arrangements with the PLMN operator for network capabilities and they belong to different organizations. So the 3rd party service provider hosts both service capability APIs and CAPIF core functions.
Model-3:
PLMN operator-assisted service capability APIs and CAPIF core functions for a 3rd party service provider
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In PLMN operator-assisted CAPIF for the 3rd party service provider, the CAPIF components hosted in the PLMN operator domain is utilized by the 3rd party service provider for enabling access to service APIs exposed by the 3rd party service provider domain. So the PLMN operator-assists with both service capability APIs and the CAPIF core functions for the 3rd party service provider.
Observation : 3rd party service provider when residing outside of PLMN operator domain but having service arrangements, the 3rd party service provider should be enabled to manage own service APIs (e.g. publish and discovery) and own service APIs related management functonality (e.g. monitoring, charging, auditing, logging) at CAPIF core functions.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.722 V0.2.0.
* * * First Change * * * *

7.1.1.1.x
CAPIF hosted models for 3rd party service provider
7.1.1.1.x.1
Model 1 – PLMN operator hosted service capability APIs and CAPIF core functions
CAPIF core functions is hosted in a PLMN operator domain as illustrated in the figure 7.1.1.1.x.1-1.
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Figure 7.1.1.1.x.1-1: PLMN operator hosted service capability APIs and CAPIF core functions
In this model, the service provider and the PLMN operator can be part of the same organization, in which case the business relationship between the two is internal to a single organization. CAPIF along with the 3rd party service APIs are hosted by the PLMN operator, while the API invoker consuming service APIs may or may not reside within the PLMN operator domain.

CAPIF-4 interface allows API provider to interact with CAPIF core functions for API management functions. CAPI-4 interface supports the following functionality:

1.
enable the API provider to configure policies e.g. API invocation throttling, blocking API invocation for certain duration, whether API invocation is allowed while roaming. Policies can be defined to be enforced per API application or across applications, configure access control list of service APIs per application;
2.
access service API invocation event logs and configure the log storage period;
3.
for CAPIF core functions to request grant of new API invoker onboarding and confirm onboarding successful;
4.
allow API provider to update API invoker profile information;
5.
allow API provider to govern the lifecycle status of service APIs e.g. pilot or live, trace and access API versioning, control visibility of service API (start or stop of service API); and

6.
allow API provider to notify service API events e.g. fault of a Service API or location change of the API invoker invoking service API, load, resource usage, charging records.

CAPIF-5 enables de-coupling of service APIs that do not require framework functions i.e. CAPIF-4 interface may be optional when certain service APIs do not require framework functions for exposing their functionality to the API invokers. CAPIF-5 interface supports to enforce API lifecycle management instructions from API management entity e.g. start or stop of a service API.
7.1.1.1.x.2
Model 2 – 3rd party service provider hosted service capability APIs and CAPIF core functions
CAPIF core functions is hosted in a 3rd party service provider domain as illustrated in the figure 7.1.1.1.x.2-1.
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Figure 7.1.1.1.x.2-1: 3rd party service provider hosted service capability APIs and CAPIF core functions
In this model, the 3rd party service provider has service arrangements with the PLMN operator for network capabilities and they belong to different organizations. The 3rd party service provider hosts both service capability APIs and CAPIF core functions. Since CAPIF is hosted in the 3rd party service provider domain i.e., the CAPIF components are duplicated in both PLMN operator domain and 3rd party service provider domain for enabling access to service APIs exposed by respective domains. 

The functionality of the CAPIF components and the interfaces in the 3rd party service provider domain are similar to that of Model 1 – PLMN operator hosted service capability APIs and CAPIF core functions, however the CAPIF functionality is with respect to the service APIs exposed by the 3rd party service provider. 

In some deployments, it is possible for the CAPIF components to exist only in the 3rd party service provider domain. In such a model, the service APIs are only exposed by the 3rd party service provider and the PLMN operator’s role may be limited to only providing the network capabilities.
7.1.1.1.x.3
Model 3 – PLMN operator-assisted service capability APIs and CAPIF core functions for a 3rd party service provider
CAPIF core functions is hosted in a PLMN operator domain as illustrated in the figure 7.1.1.1.x.3-1.
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Figure 7.1.1.1.x.3-1: PLMN operator-assisted service capability APIs and CAPIF core functions for a 3rd party service provider
In PLMN operator-assisted CAPIF for the 3rd party service provider, the CAPIF components hosted in the PLMN operator domain is utilized by the 3rd party service provider for enabling access to service APIs exposed by the 3rd party service provider domain. So the PLMN operator-assists with both service capability APIs and the CAPIF core functions for the 3rd party service provider.
The functionality of the CAPIF components and the interfaces CAPIF-3 are similar to those of PLMN operator hosted CAPIF, however the functionality supported on CAPIF-3 may be enhanced to support requirements that are necessary  to support service APIs exposed by the 3rd party service provider. 

CAPIF core functions may need to maintain logical separation between APIs related data storage between the services API exposed by the PLMN operator domain and the 3rd party service provider domain i.e. access to the storage is restricted to the respective domains. Such separation will enable API management entities in both network provider domain and service provider domain to be in control of their framework functionality and the associated data.
Interfaces CAPIF-4e and CAPIF-5e are similar to interfaces CAPIF-4 and CAPIF-5 respectively, however the functionality over CAPIF-4e and CAPIF-5e is with respect to the service APIs exposed by the 3rd party service provider.[image: image7.jpg]Y
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