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*************************** First changes *************************
7.5.2.2.3
Get MCVideo capabilities info request
Table 7.5.2.2.3-1 describes the information flow get MCVideo capabilities info request from the MCVideo client to the MCVideo server.

Table 7.5.2.2.3-1: Get MCVideo capabilities info request
	Information element
	Status
	Description

	MCVideo ID
	M
	Identity of the requesting MCVideo user

	MCVideo ID list (NOTE)
	O 
	List of Identities of the target MCVideo users

	MCVideo group ID list (NOTE)
	O
	List of Identities of the target MCVideo groups

	NOTE: 
At least one of the information elements shall be present.


7.5.2.2.4
Get MCVideo capabilities info response
Table 7.5.2.2.4-1 describes the information flow get MCVideo capabilities info response from the MCVideo server to the MCVideo client.

Table 7.5.2.2.4-1: Get MCVideo capabilities info response
	Information element
	Status
	Description

	Result
	M
	Indicates success or failure

	MCVideo ID (NOTE)
	M
	Identity of the MCVideo user whose MCVideo capabilities are requested

	MCVideo capabilities (NOTE)
	M
	List of capabilities available at the requested MCVideo user's UE

	NOTE: 
The MCVideo capabilities correspond to the MCVideo ID. MCVideo ID and MCVideo capabilities information elements shall not be present if the Result is failure. Mulitple pairs of MCVideoID and MCVideo capabilities information elements may be appended. Only the affiliated group members in the requested MCVideo group ID list are returned.


*************************** End of first changes *************************
*************************** Next changes *************************
7.5.2.4
Retrieve MCVideo capabilities information at the MCVideo client

The procedure for retrieve MCVideo capabilities information at the MCVideo client is described in figure 7.5.2.4-1. 

Pre-conditions:

-
The MCVideo server has received MCVideo capabilities information from MCVideo clients and has stored this information;

-
The MCVideo user is authorized to access the MCVideo capabilities information from the MCVideo server.
-
The requesting MCVideo user is within the same MCVideo system as the requested MCVideo users and the requested MCVideo groups.
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Figure 7.5.2.4-1: Retrieve MCVideo capabilities information at the MCVideo client

1.
The MCVideo client requests the MCVideo capabilities information by specifying some criteria (e.g. parameters, MCVideo ID).

2.
The MCVideo server checks whether the user of the MCVideo client is authorized to retrieve the requested MCVideo capabilities information.

3.
If authorized, the MCVideo server provides the requested MCVideo capabilities information to the MCVideo client.
Editor’s note:
It is FFS for the case when the requesting MCVideo user is not within the same MCVideo system and the requested MCVideo users and the requested groups.
*************************** End of changes *************************
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