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1. Introduction
The first change adds a reference to 22.280, removes duplicate reference to 21.905 and updates 24.383 to 24.483.
The second change adds P25 and TETRA labels to some abbreviations in the abbreviation sections.

2. Reason for Change
3. Conclusions

4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.283.
* * * First Change * * * *
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.
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For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".


[3]
3GPP TS 22.179: "Mission Critical Push to Talk (MCPTT) over LTE; Stage 1".
[4]
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* * * Second Change * * * *
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

ACELP
Algebraic Code-Excited Linear Prediction (TETRA)

CCA
Critical Communications Application (TETRA)

DGNA 
Dynamic Group Number Assignment (TETRA) 
E2EE
End-to-End Encryption

EVS
Enhanced Voice Services

GMS
Group Management Server

GSSI
Group Short Subscriber Identity (TETRA)

GTSI
Group TETRA Subscriber Identity (TETRA)

IAT
Inter-Arrival Time

IKI
Inter-KMF Interface (P25)
IMBE
Improved MultiBand Excitation (P25)
ISSI
Individual Short Subscriber Identity (TETRA)

ITSI
Individual TETRA Subscriber Identity (TETRA)
IWF
InterWorking Function
KEK
Key Encryption Key (TETRA)
KMC
Key Management Centre (TETRA)
KMF
Key Management Facility (P25)
KMS
Key Management Service

LIP
Location Information Protocol (TETRA)

LMR
Land Mobile Radio

MCC
Mobile Country Code (TETRA)

MCPTT
Mission Critical Push To Talk
MIKEY
Multimedia Internet KEYing
MNC
Mobile Network Code (TETRA)
MS
Mobile Station (TETRA)

NTP
Network Time Protocol
OTAK
Over-The-Air-Key Management (TETRA)
OTAR
Over-The-Air Rekeying (P25)
P25
Project 25

PTP
Precision Time Protocol

SAKKE
SAkai Kasahara Key Encryption

SGID
Subscriber Group ID (P25)
SUID
Subscriber Unit ID (P25)
SWB
Super WideBand

TCCE
TETRA and Critical Communications Evolution

TETRA
TErrestrial Trunked Radio

UE
User Equipment

UID
Unit ID (P25)

UKEK
Unique Key Encryption Key (P25)
URI
Uniform Resource Identifier

WACN
Wide Area Communications Network (P25)

WB-AMR
WideBand Adaptive Multi-Rate
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