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1. Introduction
CAPIF scope includes defining several procedures such as API publishing, discovery, onboarding API invoker, authentication, authorization, API invocation etc. These procedures involve interactions between the CAPIF entities. This pCR proposes the CAPIF interactions in time sequence.
2. Reason for Change
Proposal to include CAPIF interactions in time sequence.
3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.222 V0.0.0.
* * * First Change * * * *

Annex X (informative):
CAPIF interactions time sequence

Depicted in figure X.1-1 is the listing of CAPIF interactions in time sequence.
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1. Onboarding new API invoker 

(one time process, some information can be allowed to update)

API provider 

functions (APF)

2. Authentication 

(result, validity)

Publication of API

(new API, updates)

API Policy Configuration

(service level policies)

3. Discovery of APIs 

(list of APIs API invoker is authorized to)

5. API invocation 

(API parameters)

API Logging, Charging

(logging API invoker details)

API Monitoring

(API health -usage, response time)

API Auditing

(querying API invocation Logs)

API invoker profile with authentication 

and authorization information 

configured by APF

May share authentication and 

authorization information to APF

APF checks for authorization, 

access control

4. Subscribe/Notify 

(events)

Subscriptions can be between 

APF and CAPIF as well


Figure X.1-1 CAPIF interactions time sequence
* * * Next Change * * * *

<Proposed change in revision marks>

