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	Reason for change:
	There are requirements for the MC service UE and the authorized MC service user to monitor the activity of the affiliated or selected group(s).

In TS 22.280 it is addressed:
5.1.2
Group/status information

[R-5.1.2-001] The MCX Service shall provide a mechanism by which an MCX Service UE determines in which of the MCX Service Groups for which it is authorized there is an on-going MCX Service Group Communication.

[R-5.1.2-002] The MCX Service shall provide a mechanism by which an authorized MCX User determines in which MCX Service Groups there is an on-going MCX Service Group Communication.
And in TS 22.179 the requirements for monitoring the activity of on-going groups (group scanning) are addressed for MCPTT, which is also considered required for MCVideo group calls.

The user is able to know about the on-going group call for which the affiliated user has accepted the group call request. But if the user rejected the group call (due to e.g. exceeding the maximum number of simultaneous group calls) there is no means for the user to get notified about the status of that affiliated group.
It is recommended to send the up-to-date group status information to all the affiliated users when the group call is setup or released. Such information can be transmitted over MBMS used for application level control signalling when considering the resource efficiency.
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* * * First Change * * * *

7.1.2.2.x
Group status notification (MCVideo server – MCVideo client)

Table 7.1.2.2.x-1 describes the information flow group status notification from the MCVideo server to the MCVideo client.

Table 7.1.2.2.x-1 Group status notification
	Information Element
	Status
	Description

	MCVideo group ID
	M
	The MCVideo group ID of the group

	Group status
	M
	Status of the group (e.g. active or inactive)


* * * Next Change * * * *

7.1.2.x
Group status notification
7.1.2.x.1
General

The group status notification provides the activity of group(s) to the MCVideo users that have affiliated to the group.

7.1.2.x.2
Group status notification at group call setup
Figure 7.1.2.x.2-1 below illustrates the group status notification procedure at MCVideo group call setup.

Pre-conditions:

1.
The MCVideo clients have been affiliated to the group.

2.
MCVideo Client2 and MCVideo Client3 can listen to the MBMS channel.
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Figure 7.1.2.x.2-1:  Group status notification at MCVideo group call setup
1.
A group call is setup among the affiliated MCVideo clients.

2.
The MCVideo server sends the group status notification to the MCVideo clients to notify all the affiliated group members that the group is currently on-going (active). The notification may be sent over an MBMS bearer used for application level control signalling.
NOTE:
The group status notification may be sent periodically on MBMS channel during the group call to inform the MCVideo users who have late call entry.

7.1.2.x.3
Group status notification at group call release
Figure 7.1.2.x.3-1 below illustrates the group status notification procedure at MCVideo group call release.

Pre-conditions:

1.
The MCVideo clients have been affiliated to the group.

2.
MCVideo Client2 and MCVideo Client3 can listento the MBMS channel.
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Figure 7.1.2.x.3-1:  Group status notification at MCVideo group call release
1.
A group call is released with the MCVideo clients.

2.
The MCVideo server sends the group status notification to the MCVideo clients to notify all the affiliated group members that the group is inactive. The notification may be sent over an MBMS bearer used for application level control signalling.
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