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* * * First Change * * * *

10.6.2.2.10
Group call response (MCPTT server – MCPTT client)

Table 10.6.2.2.10-1 describes the information flow group call response from the MCPTT server to the MCPTT client.

Table 10.6.2.2.10-1 Group call response information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the calling party

	MCPTT group ID
	M
	The MCPTT group ID of the group on which the call is requested

	SDP answer
	M
	Media parameters selected

	Result
	M
	Result indicates success or failure of group call setup


* * * Next Change * * * *

10.6.2.2.11
Group call response (MCPTT server – MCPTT server)

Table 10.6.2.2.11-1 describes the information flow group call response between the MCPTT servers.

Table 10.6.2.2.11-1 Group call response information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the target MCPTT group member

	MCPTT group ID
	M
	The MCPTT group ID of the group on which the call is requested

	SDP answer
	M
	Media parameters selected

	Result
	M
	Result indicates success or failure of group call setup


* * * Next Change * * * *

10.6.2.2.12
Group call response (MCPTT client – MCPTT server)

Table 10.6.2.2.12-1 describes the information flow group call response from the MCPTT client to the MCPTT server.

Table 10.6.2.2.12-1 Group call response information elements

	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the target MCPTT group member

	MCPTT group ID
	M
	The MCPTT group ID of the group on which the call is initiated

	SDP answer
	M
	Media parameters selected

	Result
	M
	Result indicates whether the group call request is accepted by the client

	Rejection reason
	O
	The reason for rejection of the group call if the group call request is not accepted


