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	Reason for change:
	Stage 3 standards use term “Emergency alert cancel”.
TS 23.280 uses term “Emergency state cancel” for the same action.

When cancelling emergency alert in off-network mode, the following is not supported:

“As part of this process, the MCPTT client may also request the cancellation of the in-progress emergency condition in the group if authorized to do so.”
(See TS23.281, clause 7.1.3.8.1 and TS23.379, clause 10.6.3.9.1)



	
	

	Summary of change:
	All instances of “emergency state cancel” are replaced with “emergency alert cancel”.
In the off-network emergency alert cancel procedure, the following text is removed: “As part of this process, the MCPTT client may also request the cancellation of the in-progress emergency condition in the group if authorized to do so.”
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	Other comments:
	


**** First change ****
10.10.1
On-network emergency alert

10.10.1.1
General
The following subclauses specify the procedures for emergency alert initiation and emergency alert cancel that are utilised by the following MC services:

-
MCVideo service

-
MCData service

Editor's note:
Whether the following procedures for emergency alert initiation and emergency alert cancel apply to MCPTT service also is FFS.

**** Second change ****
10.10.1.2.2
MC service emergency alert cancel

The procedure focuses on the case where an MC service client has initiated an MC service emergency alert and entered the emergency state, and wishes to cancel the alert, informing the MC service server and other group members of this cancellation. By doing so, the MC service client may also request the cancellation of the ongoing emergency condition in the group.

Procedures in figure 10.10.1.2.2-1 are the signalling control plane procedures for the MC service client cancelling an MC service emergency alert with an MC service group i.e., MC service users on MC service client 1, MC service client 2 and MC service client 3 belong to the same MC service group which is defined on MC service group management server.

NOTE 1:
For simplicity, a single MC service server is shown in place of a user home MC service server and a group hosting MC service server.

Pre-conditions:

1.
The MC service client 1 had previously successfully initiated an MC service emergency alert. 

2.
The MC service client 1 is still in the emergency state.

3.
The initiating MC service client 1 has affiliated with the MC service group designated as the MC service emergency group.
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Figure 10.10.1.2.2-1 MC service emergency alert cancel

1.
The user at the MC service client 1 initiates an MC service emergency alert cancel. 

NOTE 2:
The MC service emergency alert cancel request carries an indication to also request that the in-progress emergency is to be cancelled. The MC service server can accept or deny the request to cancel the ongoing emergency condition of the group as a whole, separately from accepting or denying the request to cancel the emergency alert at MC service client 1. Additionally, an authorized user can cancel either or both the ongoing emergency condition of the group and the initiator's local MC service emergency state.
2.
MC service client 1 requests the MC service server to send an MC service emergency alert cancel to the MC service group to which MC service client 1 had previously sent the emergency alert. 

3.
MC service server resolves the MC service group ID to determine the members of that MC service group and their affiliation status, based on the information from group management server.

4.
The MC service server sends the MC service emergency alert cancel response to the MC service client 1 to confirm the MC service emergency alert cancel request. MC service client 1 resets its emergency state.

5.
The MC service server sends an MC service emergency alert cancel request towards the MC service clients of each of those affiliated MC service group members. 

6.
MC service users are notified of the MC service emergency alert cancellation of MC service client 1.

7.
The receiving MC service clients send the MC service emergency alert cancel response to the MC service server to acknowledge the MC service emergency alert cancel. For a multicast call scenario, these acknowledgements are not sent.
**** Third change ****
10.10.2
Off-network emergency alert

10.10.2.1
General

The following subclauses specify the procedures for emergency alert initiation and emergency alert cancel that are utilised by the following MC services:

-
MCVideo service

-
MCData service

Editor's note:
Whether the following procedures for emergency alert initiation and emergency alert cancel apply to MCPTT service also is FFS.

**** Fourth change ****

10.10.2.2.2
Emergency alert cancel

An MC service client has initiated an MC service emergency alert, has entered the MC service emergency state and wishes to cancel the alert, informing the other MC service group members of the cancellation. 
Procedures in figure 10.10.2.2.2-1 describe procedures for the MC service client cancelling an MC service emergency alert.

Pre-conditions:

1.
The MC service client 1 has successfully initiated an MC service emergency alert and is in the MC service emergency state.

2.
Information for ProSe direct communications corresponding to the MC service group and its mapping to ProSe Layer-2 Group ID are pre-configured in MC service client 1.

3.
MC service client 1 to MC service client N are members of the same MC service group.

4.
MC service user 1 has initiated MC service emergency alert cancel. 
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Figure 10.10.2.2.2-1 Emergency alert cancel

1.
MC service client 1 sends an MC service emergency alert cancel announcement to the MC service group to which MC service client 1 had previously sent the emergency alert announcement message.

2.
MC service users are notified of the MC service emergency alert cancellation by MC service client 1.

3.
The receiving MC service clients acknowledge the MC service emergency alert cancel to the originating MC service client.

NOTE:
MC service clients that track the MC service emergency alerts of other MC service users, e.g. clients that fail to receive subsequent periodic MC service emergency alert announcements after a configured timeout can consider the alert to be cancelled.

**** End of changes ****
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