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1. Introduction
The document proposes to move the editor's note related to multiple administrators under architecture requirements for multiple API provider.
2. Reason for Change
Following EN is proposed to be moved it to the right place in the specification where it belongs to:
Editor's Note:
The role of administrators in CAPIF and whether administrator of an API provider is also administrator in CAPIF is FFS.

3. Proposal

It is proposed to agree the following changes to 3GPP TS 23.222 V0.1.0
* * * First Change * * * *

4.7.3
Logging events related to API invoker onboarding 

[AR-4.7.3-a] The CAPIF shall provide mechanisms for API invoker onboarding event logging and storage functionality.
[AR-4.7.3-b] The API invoker onboarding log shall be stored at least for the duration during which the onboarding is valid.

[AR-4.7.3-c] The API invoker onboarding log shall be stored securely, and shall only be accessed by authorized administrators.


* * * Next Change * * * *

4.1.3
Requirements for supporting 3rd party API providers

[AR-4.1.3-a] The CAPIF shall provide mechanisms (e.g. publish service APIs, authorization, logging, charging) to support service API operations from trusted 3rd party API providers.

[AR-4.1.3-b] The CAPIF shall enable API invoker(s) to discover and communicate with service APIs from trusted 3rd party API providers.

Editor's Note:
The inclusion of the requirements for 3rd party API providers in Release 15 is FFS.

Editor's Note:
The role of administrators in CAPIF and whether administrator of an API provider is also administrator in CAPIF is FFS.
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