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1. Introduction
Adds group document subscription and notification to and from the IWF system.
2. Reason for Change
The procedures were added to TS 23.280 for interconnect, they also apply to partner systems that happen to be IWFs.
Revision 1:

-
Added fields in information flows to align with 23.280. 

-
MC services requested

-
MC service group information reference 

-
Group related key material 

-
Changed pre-condition 1 in 10.2.3.8 to say that the group is defined in the LMR system rather than the IWF.

-
Changed pre-condition text " received group configuration information" to "received group information"
3. Conclusions

4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.283. 
* * * First Change * * * *
10.2.1.12
IWF group information subscribe request

Table 10.2.1.12-1 describes the information flow IWF group information subscribe request from the IWF to the group management server in the MC system for cases where the MC system is the primary system of the group and from the group management server in the MC system to the IWF for cases there the IWF is the primary system of the group.

Table 10.2.1.12-1: IWF group information subscribe request
	Information element
	Status
	Description

	MC service group ID
	M
	MC service group ID of the group

	MC services requested
	O
	Service(s) for which group configuration is requested; one or more of MCPTT, MCData


10.2.1.13
IWF group information subscribe response

Table 10.2.1.13-1 describes the information flow IWF group information subscribe response from the group management server in the MC system to the IWF for cases where the MC system is the primary system of the group and from the IWF to the group management server in the MC system for cases where the IWF is the primary system of the group.
Table 10.2.1.13-1: IWF group information subscribe response
	Information element
	Status
	Description

	MC service group ID
	M
	MC service group ID of the group

	Result
	M
	Inidicates success or failure of the subscribe request


10.2.1.14
IWF group information notify request

Table 10.2.1.14-1 describes the information flow IWF group information notify request from the group management server in the MC system to the IWF for cases where the MC system is the primary system of the group and from the IWF to the group management server in the MC system for cases where the IWF is the primary system of the group.
Table 10.2.1.14-1: IWF group information notify request

	Information element
	Status
	Description

	MC service group ID
	M
	MC service group ID of the group

	MC service group information reference (NOTE)
	O
	Reference to information stored relating to the MC service group

	Group related key material (NOTE)
	O
	Key material for use with the MC service group

	NOTE: 
At least one of these information elements shall be present.


10.2.1.15
IWF group information notify response

Table 10.2.1.15-1 describes the information flow IWF group information notify response from the IWF to the group management server in the MC system for cases where the MC system is the primary system of the group and from the group management server in the MC system to the IWF for cases there the IWF is the primary system of the group.
Table 10.2.1.15-1: IWF group information notify response
	Information element
	Status
	Description

	MC service group ID
	M
	MC service group ID of the group

	Result
	M
	Indicates success or failure of the notification request


* * * Second Change * * * *
10.2.3.6
IWF subscribes to group configuration

The procedure for subscription from IWF for group configuration information to the group management server in the primary MC system of the MC service group is shown in figure 10.2.3.6-1.

Pre-conditions:

1.
The MC service group is defined in its MC system.

2.
One or more group members are defined in the LMR system.

3.
The IWF has received group information from the GMS in the primary MC system of the MC service group.


[image: image1.emf]IWF

Group 

management 

server

1. IWF group information subscribe request

2. IWF group information subscribe response


Figure 10.2.3.6-1: Subscription from the IWF to the MC system for MC service group configuration

1.
The IWF subscribes to the group configuration information stored in the group management server in the primary MC system of the MC service group.

2.
The group management server in the primary MC system of the MC service group sends an IWF group information subscribe response to IWF indicating success or failure of the request.

* * * Third Change * * * *
10.2.3.7
MC system notifies group configuration

The procedure for notification of group configuration information from the group management server in the primary MC system of the MC service group to the IWF is shown in figure 10.2.3.7-1.

Pre-conditions:

1.
The IWF has subscribed to the group configuration information for the MC service group in the group management server in the primary MC system of the MC service group.

2.
The group management server in the primary MC system of the MC service group has received and stored new group configuration information for the MC service group.
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Figure 10.2.3.7-1: Notification of group configuration information to the IWF
1.
The group management server in the primary MC system of the MC service group sends an IWF group information notify request to the IWF.

2.
The IWF sends an IWF group information notify response to the group management server in the primary MC system of the MC service group indicating the success or failure of the notification.

* * * Fourth Change * * * *
10.2.3.8
MC system subscribes to group configuration

The procedure for subscription from the group management server in the MC system to the IWF for group configuration information is shown in figure 10.2.3.8-1.

Pre-conditions:

1.
The group is defined in the LMR system.

2.
One or more group members are defined in the MC system.

3.
The group management server in the MC system has received group information from the IWF.
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Figure 10.2.3.8-1: Subscription from the MC system to the IWF for MC service group configuration

1.
The group management server of the MC system subscribes to the group configuration information stored in the IWF.

2.
The IWF provides an IWF group information subscribe response to group management server of the MC system indicating success or failure of the request.

* * * Fifth Change * * * *
10.2.3.9
IWF notifies group configuration

The procedure for notification of group information from the IWF to the group management server in the MC system is shown in figure 10.2.3.9-1.

Pre-conditions:

1.
The group management server of the MC system has subscribed to the group configuration information for the group in the IWF.

2.
The IWF has new information for the group.
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Figure 10.2.3.9-1: Notification of group configuration information to partner MC system of MC service group

1.
The IWF sends an IWF group information notify request to group management server in the MC system.

2.
The group management server in the MC system sends an IWF notify group information notify response to the IWF indicating the success or failure of the notification.
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