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1. Introduction
This contribution introduces a new consideration that needs to be taken into account for V2X application solutions.
2. Description
Almost all vehicles are roaming today, using home routing. This means that solutions need to work with roaming architectures (i.e., home routing and local break-out in 3GPP TS 23.285).  
To exemplify consider the solution described for key issue 2 network situation and QoS monitoring.
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The above sequence from solution to key issue 2 in TR 23.795. This solution seems to address that the monitoring is executed in serving PLMN, e.g.in Home-PLMN.

However, if roaming with Home routing is applied additional challenges appear. Below is a basic figure from TS 23.401 that shows roaming with home routing, some information is added for clarity, i.e., user plane at home routing in blue. Potential intermediate network between PLMNs indicated with a red oval. V2X application in green box, may be located within H-PLMN domain or outside firewall on Internet. 
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Figure 4.2.2-1: Roaming architecture for 3GPP accesses. Home routed traffic

As can be seen from above figure, for roaming with home routing, the user plane for roaming UE in V-PLMN leaves serving PLMN at Serving gateway. 
It can also be seen that the user plane traffic is routed between PLMNs, via an intermediate network (called IPX in GSMA).  
This imposes challenges for an application server and the application enabler function for instance to monitor the QoS, since monitoring needs to cover several domains.
See chapter 3 for the proposed addition to TR 23.795. 
3. Proposal

It is proposed to add a new analysis criteria for V2X application solutions 3GPP TR 23.795 v0.2.0.
* * * First Change * * * *
4.2.2
Analysis

The following reference points described in 3GPP TS 23.285 [5] have V2X application layer impact:

1.
V1: The reference point between V2X application in the UE and the V2X application server. This reference point is considered out of scope of 3GPP TS 23.285 [5].

2.
V2: The reference point between the V2X Application Server and the V2X Control Function in the operator's network. The V2X Application Server may connect to V2X Control Functions belonging to multiple PLMNs.
3.
V3: The reference point between the UE and the V2X Control Function in UE's home PLMN. It is applicable to both PC5 and LTE-Uu based V2X communication and optionally MBMS and LTE-Uu based V2X communication. Used by V2X control function for provisioning V2X configuration parameters to the UE.

4.
V5: The reference point between the V2X applications in the UEs. This reference point is considered out of scope of 3GPP TS 23.285 [5].

The following high level functions specified in 3GPP TS 23.285 [5] have V2X application layer impact:

1.
Authorization and provisioning for V2X communications over PC5 reference point
2.
V2X message transmission/reception over PC5 reference point
3.
V2X message transmission/reception over LTE-Uu reference point
4.
V2X Application Server discovery

5.
QoS handling for V2X communication

6.
MBMS bearer announcement for V2X use

7.
Support for V2X communication for UEs in limited service state

8.
Home Routing of the V1 reference point (cf. TS 23.285[5] Clause 4.2.1.2 and Clause 4.2.1.3).

9.  V2X Message Distribution Server Deployments (SIPTO type of local break out, cf. TS 23.401 Clauses 4.3.15a) according to TS 23.285 [5] Annex D. 
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