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1. Introduction
TR 23.796 lists the following key issue on automatic user regrouping (key issue #2).
The key issue contains the following editor's note:
Editor's note:
Stage 1 requirements are not sufficiently clear in respect of their use of the term temporary group. It remains unclear whether there is a need for dynamically create (or delete) a new group based on certain criteria. The current text of this key issue assumes that only the group member list of an existing group is dynamically updated and the dynamic creation or deletion of (temporary) groups is not required by stage 1.
SA1 discussed a CR on Removal of misleading term "temporary" from Automatic Regrouping of 22.280 (S1-181143). The group did not come to an agreement. There were different views on what temporary within the context of groups means. All groups are temporary, only pre-configured groups are temporary, other voices stated that SA6 is self-contradicting in respect of temporary groups.

It is proposed to be pragmatic and to concentrate on solutions first and check afterwards (during the evaluation phase), which solution fulfils stage 1 requirements best.

The changes below suggest deleting the editor's note.
2. Reason for Change
The pCR resolves an editor's note within key issue#2.
3. Conclusions

<Conclusion part (optional)>

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.796v020.
* * * Change * * *
5.2
Key issue 2 – Automatic user regrouping
Mission critical communications support MC service user group membership updates are controlled by dispatchers or authorized MC service users. Related stage 1 requirements are listed in 3GPP TS 22.280 [2] subclause 6.6.4.2. The stage 2 procedure called "Group membership update by an authorized user" is described in 3GPP TS 23.280 [8] subclause 10.2.6.2. The update of an MC service group membership allows to add or delete group members.
New Rel-16 stage 1 requirements are requesting automatic user regrouping or automatic MC service group membership updates based on a variety of pre-configured criteria. Examples of such pre-configured criteria are activated functional alias(es) or the location (incl. heading and speed) of an MC service UE. The pre-configuration of the conditions is controlled by the mission critical organisation.

Gaps:

-
Evaluate which existing group membership update procedures can be re-used or must be extended.

-
Study which entity starts to trigger MC service group membership update procedures and how it becomes aware that certain criteria are met.
-
Study how pre-configured criteria are stored and provided when needed.


* * * End of Change * * *
