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1. Introduction
The following editor’s note can be found in 7.2.3.1 MC MBMS bearer registration request: 
Editor's note:
Whether FEC and ROHC information are provided within this flow for later usage is FFS

This editor’s note was included in the MC MBMS bearer registration and notification API solution, approved in SA6#21.

In SA6#22, was approved the API for media reception, where FEC and ROHC information are provided by the MC application in the open media request.
2. Reason for Change
The editor’s note is no more necessary.
3. Conclusions

<Conclusion part (optional)>

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.792 1.1.0
* * * First Change * * * *

7.2.3.1
MC MBMS bearer registration request
Table 7.2.3.1-1 describes the information flow for the MC MBMS bearer registration request.
Table 7.2.3.1-1: MC MBMS bearer registration request
	Information element
	Status
	Description

	TMGI
	M
	TMGI information

	List of service area identifier
	M
	A list of service area identifier for the applicable MBMS broadcast area

	Frequency
	O
	Identification of frequency if multi carrier support is provided

	Monitoring reception quality 
	O
	This boolean is used to control if the MC MBMS user agent is actively monitoring the MBMS bearer quality or not

	QCI
	O
	Quality class identifier (NOTE)

	NOTE:
The QCI provides an identifier about the tolerance to loss for the services to be delivered within the MBMS bearer and is used by the MC MBMS user agent to determine if the reception quality is good enough. This IE is included in the information flow if Monitoring reception quality is set to true.



