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1. Introduction

In SA1#83 meeting, interworking requirements with GSM-R were updated and agreed by S1-182565 and this contribution updates the content of annex A.6 accordingly.

2. Reason for Change

To keep Annex A.6 up-to-date with the latest SA1’s  interworking requirements.
3. Conclusions

<Conclusion part (optional)>

4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.796 0.4.0.
* * * First Change * * * *

A.6
Interworking

A.6.1
Description

The normative stage 1 requirements for GSM-R interworking and to external systems are documented in 3GPP TS 22.179 [3] and 3GPP TS 22.280 [2].

A.6.2
GSM-R

Table A.6.2-1 contains the list of requirements applicable for GSM-R interworking in 3GPP TS 22.179 [3].

Table A.6.2-1: Requirements for GSM-R interworking

	Reference
	Description
	Solution

	[R-6.18.4.2-001]
	The MCPTT Service shall enable interworking with a GSM-R system that is compliant with the UIC GSM-R (EIRENE) standards [16] and EN 301 515 [17].
	

	[R-6.18.4.2-002]
	The MCPTT Service shall enable interworking between functional alias and alternative addressing scheme used in GSM-R.
	

	 [R-6.18.4.2-002a] 
	A GSM-R user shall be reachable using the corresponding functional alias activated by the MCX Service system.
	

	[R-6.18.4.2-002b] 
	The MCX Service shall allow an MCX User to be reachable by a functional alias on the MCX Service system or on the GSM-R system.
	

	[R-6.18.4.2-003]
	The MCPTT Service shall enable interworking between MCPTT Group Call and Advanced Speech Call Items used in GSM-R.
	

	[R-6.18.4.2-004]
	Interworking between the MCPTT Service and GSM-R shall support interoperable PTT Private Calls between an MCPTT User and a GSM-R mobile station or controller terminal.
	

	[R-6.18.4.2-005]
	Interworking between the MCPTT Service and GSM-R voice services shall support a means of reconciling codecs.
	


Table A.6.2-2 contains the list of requirements applicable for GSM-R interworking in 3GPP TS 22.280 [2]. 

Table A.6.2-2: Requirements for GSM-R interworking

	Reference
	Description
	Solution

	[R-6.17.3.1-001]


	The MCX Service system shall enable bilateral interworking for MCX User positioning information and location information provided for a GSM-R mobile station.
	


* * * Next Change * * * *

