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* * * First Change * * * *

10.1.5.5.1

Dynamic data associated with a group in MC service server 

There may be dynamic data associated with a group. The following dynamic data is known to the MC service server and provided when requested:

Table 10.1.5.5.1-1: Dynamic data associated with a group
	Parameter description

	Status i.e. indication of potential emergency or in-peril status of the group, together with the identification of the user who has performed the last modification of this status.

	Affiliation status and activated functional alias(es) of each MC service ID of the group corresponding to the MC service and the Contact URI(s) from which the user affiliated.

	Contact URIs used for designation of the group e.g. aliases of group broadcast, group regroup group URIs.

	Media description for group media, including transport and multiplexing information.

	Group call ongoing.


* * * Next Change * * * *

10.1.5.6.1.1
Subscribe group dynamic data request
Table 10.1.5.6.1.1-1 describes the information flow subscribe group dynamic data request from the MC service client to the MC service server and from the group management server to the MC service server.

Table 10.1.5.6.1-1: Subscribe group dynamic data request 
	Information element
	Status
	Description

	MC service group ID
	M
	The MC service group ID for which dynamic data is requested.

	Functional alias data
	O
	Request for providing functional alias(es) used in the group.


* * * Next Change * * * *

10.1.5.6.2
Procedure for subscription and notification for dynamic data associated with a group
The procedure for subscription for dynamic data associated with an MC service group is described in figure 10.1.5.6.2-1 and is used by the MC service client of the authorized user to obtain the dynamic data from the MC service server.

Pre-conditions:

-
The MC service server holds dynamic data associated with the MC service group.
-
The MC service client is authorized to request the dynamic data associated with the MC service group.
-
The MC service server has subscribed to the MC service functional alias controlling server within the MC system for functional alias activation/de-activation updates.
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Figure 10.1.5.6.2-1: Subscription for group dynamic data
1.
The MC service client subscribes to the group dynamic data stored in the MC service server using the subscribe group dynamic data request.
2.
The MC service server checks that the MC service client is authorized to receive dynamic data associated with the MC service group.
3.
The MC service server provides a subscribe group dynamic data response to the MC service client indicating success or failure of the request.
The procedure for notification of group dynamic data as shown in figure 10.1.5.6.2-2 is used by the MC service server to inform the MC service client about new group dynamic data.

Pre-conditions:

-
The MC service client has subscribed to the group dynamic data

-
The MC service server has new group dynamic data available.
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Figure 10.1.5.6.2-2: Notification of group dynamic data
1.
The MC service server provides the notification to the MC service client, who previously subscribed for the group dynamic data. 

2.
The MC service client provides a notify group dynamic data response to the MC service server.

* * * End of Change * * * *


